ENGINEERING SURVEYING
LETTER OF TRANSMITTAL
PROJECT NO. # 2023-0280 DATE: March 16, 2026
TO: Town of Rockport RE: DEP Stormwater Permit By Rule &
101 Main Street NRPA Permit By Rule
Rockport ME 04856 40 West Street
Attn: Code Enforcement Officer Rockport ME
WE ARE SENDING YOU X] enclosed [ ] under separate cover

X Prints [] mylar [ ] Deed description [ ] Proposal [ ] Billing

[] Letter [ ] Report [ ] Copy of letter [ ] HHE 200 X] Application
COPIES DATE DESCRIPTION
1 March 16, 2026 DEP Stormwater Permit By Rule & NRPA Permit By Rule

THESE ARE TRANSMITTED AS CHECKED BELOW:

|:| As requested |E For your use |E For approval
[ ] For Review and Comment [ ] Return with Corrections [ ] other

REMARKS:

This application has been submitted to Maine DEP. If you have any questions, please call us at (207) 236-
4365.

Sincerely,
Gartley & Dorsky Engineering & Surveying, Inc.

H 7

Gwen Yaeger, E.I.
Design Engineer

(207) 236-4365 59 Union Street, Unit 1, Camden, ME 04843 www.gartleydorsky.com
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Land Permit Application
(Including Permit By Rule)

version 2.16

(Submission #: HQG-063D-RXJD2, version 1)

Details

Site: Rockport Community Park
Submission ID HQG-063D-RXJD2
Status Draft

Form Input

Stormwater Construction Activity Questions

Will your project disturb one acre or more of area?
Yes

Will your project result in any of the following:
None of these

Your project qualifies for a Stormwater Permit By Rule. A Maine Construction General
Permit Notice of Intent is required.

Project Scope

Please select all applicable application types below. If you intend to file under a Tier 1, 2, or 3,
select NRPA Permit.

If you are unsure which application type to select, please contact the nearest regional office.
Land Bureau staff are availableby phone to answer your questions onMonday, Tuesday and
Thursday. Staff in the Central Maine Office are also available on Wednesday. You can also
email your questions to LandOnCall@maine.gov. Not sure which region your town is in? See
our Regional Office locations.

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc... 1/15
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Central Maine Office
207-287-7688

Northern Maine Office
207-764-0477

Eastern Maine Office
207-941-4570

Southern Maine Office
207-822-6300

Application Type
Stormwater Permit by Rule
NRPA Permit by Rule

Please note: The type of application you selected requires you to provide public notice within
30 days prior to filling a license application. More information and templates can be found on
thispage.

Is this project funded by an awarded DEP grant?
No

Are you a federal agency? (e.g., U.S. Army Corps of Engineers)
No

Does your project require individual review for consistency with the federal Coastal
Zone Management Act of 19727
No

The Coastal Zone Management Act of 1972 requires any activity taking place within the
coastal zone that requires a federal permit and that would have reasonably foreseeable
effects on coastal resources or uses to be consistent with the state’s enforceable policies.
Maine'scoastal zone includes the entirety of municipalities, unorganized townships, or
plantations that contain tidal waters.

NOTE: Activities that are eligible for a U.S. Army Corps Regional General Permit or
Nationwide Permit, and that meet state conditions on those permits, do not require individual
review for consistency.

Is this an after-the-fact application?
No

Applicant (1 of 1)
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Town of Rockport

Who is the applicant?
Municipality
Applicant

Organization or Municipality Name
Town of Rockport

Phone Type Number Extension
Business 207 236-0806
Email

jduke@rockportmaine.gov
Mailing Address

101 Main Street
Rockport, ME 04856
United States

Instructions for Responsible Party

The Responsible Party is the person who is most knowledgeable about or responsible for
environmental compliance.

Responsible Official

First Name Last Name

Jon Duke

Title

Town Manager

Phone Type Number Extension
Business 207 236-0806

Email

jduke@rockportmaine.gov
Mailing Address

101 Main Street
Rockport, ME 04856
United States

Agent

Agent Information

Agents are individuals or consultants that serve as a point of contact for the submission.

Will an agent be representing you for this project?
Yes

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https:%2F %2Fmels.maine.gov%2Fnc... 3/15
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Agent
First Name Last Name
Gwen Yaeger

Organization Name
Gartley & Dorsky Engineering & Surveying, Inc.

Phone Type Number Extension
Business 207 236-4365
Email

gyaeger@gartleydorsky.com
Mailing Address

59 Union Street Unit 1
Camden, ME 04843

United States

Does the agent have an ownership interest in the project?
No

Agent Letter of Authorization
230280 Agent Authorization Jon Duke signed.pdf - 09/30/2025 04:40 PM

Comment
NONE PROVIDED

Project Summary

Project Name
Rockport Commons

Project Summary

The applicant, the Town of Rockport, seeks permission to redevelop the former school
property at 40 West Street to become a community park. The project will also involve activity
withing 75 feet of Harkness Brook to install drainage outlets.

Detailed Project Description
2. Detailed Activity Description.pdf - 03/05/2026 07:34 AM

Comment
NONE PROVIDED

Project Location

Project Site Name
Rockport Community Park

Project Address
40 West Street

Rockport, ME 04856

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc... 4/15
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Directions and Site Identifiers

From Augusta, follow Route 17 into Rockport. Left at West Street (Route 90).

Project site is 2.8 miles ahead on the southeast corner of the Commercial Street (Route 1) and
West Street intersection.

Tax Map #
27

Tax Lot #
157

Place pin on map at the location of the project activity.

Click here to access permit data geographically referenced via Google Earth. Existing Land
Bureau permits, natural resource habitat layers and other related spatial layers can be
accessed from this site.

Project Location
44.185376634846136,-69.08097234460307

Size of Lot or Parcel
7.26

Size of Lot or Parcel
Acres

Deed

Deed Reference - Book #
4228

Deed Reference - Page #
229

Proof of Ownership
3. Deed KCRD B 4228 P 229.pdf - 03/05/2026 07:36 AM

Comment
NONE PROVIDED

NRPA Permit by Rule

NRPA Permit by Rule (PBR) applications are governed by Chapter 305 of the Department’s
rules.

You may view mapped resources that apply to this section on the MELS Site Map Explorer,
the MDIFW Interactive Map Viewers, and/or the Maine Geological Survey online maps.

List of NRPA PBR Sections

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc... 5/15
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Select | Section

NRPA PBR
Section
Description

Instructions

Activities
Adjacent to
Protected
Natural
Resources

This section applies to projects with soill
disturbance/fill, vegetation removal, and/or
permanent structures within 75 feet of certain
protected natural resources but not in, on, or over a
protected natural resource.

O 03

Intake Pipes

This section applies to installation/maintenance of
permanent water intake pipe, or permanent device
used to monitor water elevations, flow or quality
including a gauging station, staff gauge, tide gauge,
water recording device, water quality testing and
improvement device or other similar scientific
equipment within certain resources

Replacement of
Structures

This section applies to replacement of an existing
permanent structure in, on, or over a coastal
wetland, freshwater wetland, great pond, fragile
mountain area, or river, stream or brook.

Movement of
Rocks or
Vegetation

This section applies to limited movement of rocks or
hand removal of vegetation from below the normal
high water line of a great pond or river, stream or
brook in order to provide access for swimming or
navigation.

Outfall Pipes

This section applies to installation/maintenance of a
permanent outfall pipe, an outlet from a ditch or
drain tile for storm water, ground water or other
discharges licensed by the DEP in or on land
adjacent to a coastal wetland, freshwater wetland,
great pond, river, stream or brook.

Shoreline
Stabilization

This section applies to a shoreline stabilization
activity along the shoreline of a coastal wetland,
great pond (lake), freshwater wetland with over
20,000 square feet of open water, stream or brook
when using native vegetation, biodegradable
materials, riprap, or a combination thereof. This
section also applies to a shoreline stabilization
activity along the shoreline of a river when using
native vegetation and/or biodegradable materials.
This section does not apply in a coastal sand dune
system (see Section 16-A).

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc...
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NRPA PBR
Select | Section Section Instructions
Description
This section applies to increasing the height of a
legally existing vertical seawall or retaining wall in
Increasing the and/or directly adjacent to a coastal wetland when
Height of a erosion or damage to structures from wave action
O 08-A Vertical Seawall | has occurred above or behind the structure. This

in a Coastal section does not apply in a coastal sand dune

Wetland system (increasing the height of a seawall in a
coastal sand dune system requires an individual
NRPA permit).

This section applies to installation, maintenance and
0 09 Utility Crossing Ir_eplacement of an overhead or submgrged utility
ines across certain resources, excluding
outstanding river segments.
0 10 Stream Crossing This §ection applies to in_stallation of a new stream
crossing (excludes certain resources.)
State This section applie_s_to cert_ain activities on a State
0 11 Transportation Transportatlon Fa0|!|ty carried out by, or under the_

Facilities authority of, the Maine Department of Transportation
(MaineDOT) or the Maine Turnpike Authority.

This section applies to the restoration of an altered
portion of certain resources to its pre-existing
0 12 Restoration of natural condition through the removal of fill,

Natural Areas structures or debris which is located in, on over, or
adjacent to the natural resource.; retrieval of eroded
beach sand, and removal of nonnative species.
This section applies to alteration in or adjacent to a

Habitat Creation | protected natural resource by a public natural

O 13 / Water Quality resource agency for creating or enhancing habitat

Improvement for fisheries or wildlife; or a water quality
improvement project.

This section applies to the construction of a new, or

the replacement of an existing, public boat ramp or

carry-in launch area, including associated parking
0 15 Public Boat and accessways, in or adjacent to a protected

Ramps natural resource by a public natural resource
agency, MaineDOT, municipality, or owners of a
federally licensed hydropower project within the
resource affected by the hydropower project.

Development This section applies to certain specified

0 16 Activities in development activities in mapped coastal sand dune

Coastal Sand systems, such as replacement of previously existin

y ; p Y y g
Dunes structures.

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc...

7/15



3/16/26, 10:32 AM

Maine DEP MELS System - Land Permit Application (Including Permit By Rule). Revision 1

NRPA PBR
Select | Section Section Instructions
Description
Non- This section applies to beach nourishment, dune
development restoration, beach scraping, and vegetation
) 16-A Activities in establishment within mapped coastal sand dune
Coastal Sand systems. This section also applies to seaweed
Dunes removal from beaches by municipalities.
NRPA Permit This §ectiqn alloyvs an individgal permit, general
0 17 Transfers and permit or tier review approval issued under NRPA to
E . be transferred to another person and/or extended
xtensions :
one time by two years.
This section applies to the renewal of an individual
Maintenance permit issued by the DEP for maintenance dredging
O 18 . . :
Dredging in a coastal wetland, great pond and river, stream or
brook.
A.Ct'v.'t.y Near This section applies to activities in, on, or over a
Significant C . .
) 19 significant vernal pool habitat or a potential
Vernal Pool significant vernal pool habitat
Habitat 9 P '
This section applies to activities in existing
Activity Near developed areas located in, on, or over high or
O 20 Waterfowl or Bird | moderate value inland waterfowl and wading bird
Habitat habitat, or shorebird nesting, feeding, and staging
areas.

For each PBR section selected above, indicate the applicable activities and check the boxes
for all standards below

Sec. (07) Activities

Applicable Activity

This section applies to the installation and maintenance of a permanent outfall pipe, an
outlet from a ditch or drain tile for storm water, ground water or other discharges licensed by
the DEP in or on land adjacent to a coastal wetland, freshwater wetland, great pond, river,
stream or brook.

Sec. (07) Standards

Accept

#

Standard

] The following measures must be taken to prevent erosion of soil or fill

material from disturbed areas into the resource:

* For any soil disturbance that is limited to the upland, sediment controls
such as trenched and anchored silt fence, an erosion control mix berm at
least 1 foot tall, staked straw bales, and/or anchored erosion control socks at
least 12 inches in diameter must be properly installed between the
disturbance and the resource before the activity begins and maintained until
the disturbed area is permanently stabilized;

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc...
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Accept

Standard

* Any soil disturbance within a freshwater wetland, great pond, river, stream,
or brook must be done during periods of low water to minimize impacts and
must be temporarily or permanently stabilized daily.

* Any soil disturbance within a coastal wetland must be done at or near low
tide and must be temporarily or permanently stabilized before being
submerged.

* Surface flows from above the disturbed area must be diverted around the
disturbed area until final stabilization and any diverted runoff must be
managed to prevent erosion (examples of diversions include but are not
limited to erosion control mix berms or socks, sand bags, and shallow
excavated trenches);

« Within 1 calendar day following the completion of any soil disturbance, and
prior to any storm event, temporary or permanent stabilization must be
implemented or spread on any exposed soils;

« All disturbed soils must be permanently stabilized; and

» Within 30 days of final stabilization of the site, any silt fence, straw bales, or
temporary erosion or sediment controls containing plastic or other non-
biodegradable materials must be removed and erosion control mulch berms
must be raked to a depth of no more than 6 inches.

Stormwater outfalls, whether a pipe or trench, must utilize velocity reducing
structures and/or rock aprons to prevent erosion. A vegetative filter strip of at
least 25 feet long must be established and maintained between the outfall
structure and the resource unless a different standard is required pursuant to
the Site Location of Development Law, 38 M.R.S.A. Sections 481 to 490, or
the Storm Water Management Law, 38 M.R.S.A. Section 420-D. The DEP
may approve a reduction in width of the vegetated buffer if: (a) The applicant
demonstrates in writing that the full buffer width is not practicable; (b) Any
recommendations from the DEP are incorporated into the activity; and (c)
Approval of the reduction is from the DEP in writing.

Foundation drains and licensed discharges may extent to, and outfall in, the
resource. If necessary, a rock apron must be constructed to prevent erosion.

Disturbance of wetland vegetation must be avoided if possible. If wetland
vegetation must be disturbed during the activity, it must be reestablished
immediately upon completion of the activity and must be maintained.

Non-native wetland plants may not be planted in disturbed areas.

The trench width in any protected natural resource must be no wider than
necessary to install the device.

The trench in and adjacent to the protected natural resource must be refilled
with the material that was excavated. The original grading and elevation of
the wetland must be restored. Residual fill material must be removed from
the wetland or water body and properly stabilize. Pipe bedding such as
crushed stone or sand must be used provided clay dams or synthetic boots
are used where appropriate to prevent wetland draining through the bedding
material.

Blasting in inundated areas is prohibited.

https://mels.maine.gov/nform/app/#/submissionwizard/88f6618c-eabb-4009-8dfc-c9265b4417e9/26?returnUrl=https: %2F %2Fmels.maine.gov%2Fnc...

9/15



3/16/26, 10:32 AM Maine DEP MELS System - Land Permit Application (Including Permit By Rule). Revision 1

Accept | # Standard

9 The outfall structure may not interfere with any potential boat usage of the
project site.

Wheeled or tracked equipment may not operate in the water. Equipment
10 | operating on the shore may reach into the water with a bucket or similar
extension. Equipment may cross streams on rock, gravel or ledge bottom.

All wheeled or tracked equipment that must travel or work in a vegetated
11 | wetland area must travel and work on mats or platforms in order to protect
wetland vegetation.

Work below the high water line of a great pond, river, stream or brook must
12 be done at low water except as required for emergency flood control work.

Measures, such as a silt boom or staked fencing, must be employed to
reduce and isolate turbidity.

Maintenance clearing of deposited debris and sediments from the outfall
area is allowed provided the cleared materials are removed from the
resource. Any debris generated during the activity must be prevented from
13 | washing downstream and must be removed from the wetland or water body.
Disposal of debris must be in conformance with Maine Hazardous Waste,
Septage and Solid Waste Management Act, 38 M.R.S.A. Section 1301 et
seq.

Uncured concrete may not be placed below the highest astronomical tide

line. Concrete must be pre-cast and cured at least three weeks before

14 placing below the highest astronomical tide line, or where necessary, must
be placed in forms and cured at least one week before the forms are

removed. No washing of tools, forms, etc. may occur in the waterbody or

wetland.

If work is performed in a river, stream or brook that is less than three feet
deep at the time of the activity and at the location of the activity, the applicant
must provide for temporary diversion of flow to the opposite side of the
channel while work is in progress: (a) Diversion may be accomplished by
placing sandbags, timbers, sheet steel, concrete blocks, 6+ mil polyethylene
or geotextiles from the bank to midstream on the upstream side of the

15 | activity. No more than two-thirds (2/3) or 25 feet of stream width, whichever
is less, may be diverted at one time; (b) Any material used to divert water
flow must be completely removed upon completion of the activity, and the
stream substrate must be restored to its original condition; (c) A pump may
be operated, where necessary, for a temporary diversion. The pump outlet
must be located and operated such that erosion or the discharge of sediment
to the water is prevented.

16 If the activity occurs within tidal waters, the activity must occur during the
time period approved by the Department of Marine Resources.

Activity Start Date
04/24/2026

Activity End Date
11/20/2026

https://mels.maine.gov/nform/app/#/submissionwizard/88f66 18c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https: %2F %2Fmels.maine.gov%2Fn...
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Project involves work in tidal waters?
No

Name of Waterbody or Resource
Harkness Brook

Type of waterbody or resource
RIVER, STREAM, OR BROOK

Photographs
4. Photos - NRPA.pdf - 03/05/2026 11:11 AM

Comment
NONE PROVIDED

Instructions for Public Notice Filing and Certification

Public Notice Filing and Certification is required by Chapter 2 and Chapter 305. More
information and the required document templates can be found on this page. Notice must be
filedwithin 30 days prior to filing the application. Notice must be given to abutters
(unlesslocated one mile or more from the proposed activity) and the municipal office.

| certifty that:

A mailing of the Notice of Intent to File was sent to all abutters within 30 days prior to filing of
the application; and

A mailing of the Notice of Intent to File and a duplicate copy of the application was sent to the
town office of the municipality in which the project is located.

Copy of the notice and a list of persons to whom notice was provided
5. Notice of Intent -Abutter List.pdf - 03/05/2026 09:08 AM
6. Notice of Intent to File - NRPA PBR.pdf - 03/16/2026 10:11 AM
7. Public Notice Instructions & Certification - NRPA PBR.pdf - 03/16/2026 10:13 AM

Comment
NONE PROVIDED

Certification
| understand and agree with the terms listed below

Discretionary authority. Notwithstanding compliance with the PBR applicability requirements
and standards set forth in this chapter, the DEP may require an individual permit application
to be filed in any case where credible evidence indicates that the activity: (1) May violate
the standards of this rule or the NRPA (38 M.R.S.A. Section 480-D); (2) Could lead to
significant environmental impacts, including cumulative impacts; or (3) Could adversely
impact a resource of special concern.

"l authorize staff of the Departments of Environmental Protection, Inland Fisheries &
Wildlife, and Marine Resources to access the project site for the purpose of determining
compliance with the rules..

| understand that this PBR becomes effective 20 working days after receipt by the
Department of this completed form, the required submissions, and fee, unless the
Department approves or denies the PBR prior to that date.

https://mels.maine.gov/nform/app/#/submissionwizard/88f66 18c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https:%2F %2Fmels.maine.gov%2Fnc...  11/15
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By signing this Notification Form, | represent that the project meets all applicability
requirements and standards in Chapter 305 rule and that the applicant has sufficient title,
right, or interest in the property where the activity takes place."

Section Processing Fee
320.00

Stormwater Permit By Rule

When a project qualifies for a stormwater PBR.

A project qualifies for a stormwater PBR if it results in one or more acres of disturbed area and
the following:

(1) Less than 20,000 square feet of impervious area and less than 5 acres of developed area
in the direct watershed of a lake most at risk, lake most at risk severely blooming, or urban
impaired stream; and

(2) Less than one acre of impervious and less than five acres of developed area in any other
watershed.

When a project does not qualify for a stormwater PBR.

A project does not qualify for a Stormwater PBR if it does not meet the criteria contained in (1)
or (2) above, or when it takes place on a parcel subject to a Site Location of Development Act
permit or an individual permit under the Stormwater Management Law.

Stormwater Program - Stormwater Management Law

Type of Direct Watershed
River, stream or brook

Name of Waterbody(ies) Drained to
Harkness Brook

Does the site drain to an Impaired Waterbody?
No

Project Area Information

Area Units Existing New Total (Square Feet)
Impervious Acres
Landscaped Acres
Disturbed Acres

Existing Developed Area (Acres)
0.00

New Developed Area (Acres)
0.00

Total Developed Area (Acres)
0.00

https://mels.maine.gov/nform/app/#/submissionwizard/88f66 18c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https: %2F %2Fmels.maine.gov%2Fn... 12/15
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Amount of Occupied Area (Acres)
0

Project involves work in an essential habitat?
No

Part of a Subdivision?
No

Construction Start Date
04/24/2026

Construction End Date
11/20/2026

Photographs
8. Photos - NRPA & PBR.pdf - 03/16/2026 10:32 AM

Comment
NONE PROVIDED

Erosion and Sedimentation Control Plan
9. 31 25 00 Erosion and Sedimentation Controls better.pdf - 03/05/2026 09:21 AM

Comment
NONE PROVIDED

Site Plan
10. 230280 Bid Issue _C1-C5.pdf - 03/05/2026 09:22 AM

Comment
NONE PROVIDED

Instructions for Public Notice Filing and Certification

Public Notice Filing and Certification is required by Chapter 2. More information and the
required document templates can be found on this page. Notice must be filed within 30 days
prior to filing the application. Notice must be given to abutters, all persons owning land within
1,000 feet of the proposed project and the municipal office.

Copy of the notice and a list of persons to whom notice was provided
11. Stormwater Notice of Intent -Abutter List.pdf - 03/05/2026 10:05 AM
12. Notice of Intent to File - Stormwater PBR.pdf - 03/16/2026 10:32 AM
13. Public Notice Instructions & Certification - Stormwater PBR.pdf - 03/16/2026 10:32 AM

Comment
NONE PROVIDED

| certify that:

A mailing of the Notice of Intent to File was sent to all abutters and all other persons owning
land within 1,000 feet of the proposed project within 30 days prior to filing of the application;
and

A mailing of the Notice of Intent to File and a duplicate copy of the application was sent to the
town office of the municipality in which the project is located.

Certification
| understand and agree with the terms listed below

https://mels.maine.gov/nform/app/#/submissionwizard/88f66 18c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https: %2F %2Fmels.maine.gov%2Fn... 13/15


https://www.maine.gov/sos/sites/maine.gov.sos/files/content/assets/096c002.docx
https://www.maine.gov/dep/land/permits/index.html#notice

3/16/26, 10:32 AM Maine DEP MELS System - Land Permit Application (Including Permit By Rule). Revision 1

Applicant Statement:

| am applying for a Stormwater PBR or permit renewal and have attached the required
submissions. | have read the requirements and | affirm that my project satisfies the
applicable stormwater management standards. | authorize staff of State and Federal
agencies having jurisdiction over this activity to access the project site for the purpose of
determining compliance with the rules.

Section Processing Fee
88.00

Fee Total

Total Processing Fees
408.00

Total Licensing Fees
0.00

Service Fee (per transaction)
2.00

Processing Fee Details
NRPA Permit by Rule: $320.00,Stormwater Permit by Rule: $88.00

Licensing Fee Details
No Licensing Fees

Total Fees
410.00

Online payment is required before submitting this application. Please pay online using the
DEP Payment Portal for the list of products shown. Ensure that your total paid matches the
total above. Enter your payment confirmation number below before submitting this
application.

Payment Portal Products
Natural Resources Protection Act (Permit-by-Rule):$320.00,Stormwater Management Law
(Permit-by-Rule):$88.00

Receipt ID

NONE PROVIDED

Payment Confirmations
NONE PROVIDED
Comment
NONE PROVIDED

https://mels.maine.gov/nform/app/#/submissionwizard/88f66 18c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https: %2F %2Fmels.maine.gov%2Fn... 14/15


https://gateway.maine.gov/dep/web_dep_payment/

3/16/26, 10:32 AM

Maine DEP MELS System - Land Permit Application (Including Permit By Rule). Revision 1

Payment Portal Amount Paid

NONE PROVIDED
Attachments
Date Attachment Name Context Confidential? User
13. Public Notice Instructions &
?ggggﬁf Certification - Stormwater Attachment | No s:/eer;r
: PBR.pdf 9
3/16/2026 12. Notice of Intent to File - Attachment | No Gwen
10:32 AM Stormwater PBR.pdf Yaeger
3/16/2026 Gwen
1032 AM 8. Photos - NRPA & PBR.pdf Attachment | No Yaeger
3/16/2026 7. Public Notice Instructions & Attachment | No Gwen
10:13 AM Certification - NRPA PBR.pdf Yaeger
3/16/2026 6. Notice of Intent to File - NRPA Attachment | No Gwen
10:11 AM PBR.pdf Yaeger
3/5/2026 Gwen
1111 AM 4. Photos - NRPA.pdf Attachment | No Yaeger
3/5/2026 11. Stormwater Notice of Intent - Gwen
10:05AM | Abutter List.pdf Attachment | No Yaeger
3/5/2026 10. 230280 _Bid Issue_C1- Gwen
9:22 AM C5.pdf Attachment | No Yaeger
9. 31 25 00 Erosion and
3{5/2026 Sedimentation Controls Attachment | No Gwen
9:21 AM Yaeger
better.pdf
3/5/2026 5. Notice of Intent -Abutter Attachment | No Gwen
9:08 AM List.pdf Yaeger
3/5/2026 Gwen
7:36 AM 3. Deed KCRD B 4228 P 229.pdf | Attachment | No Yaeger
3/5/2026 2. Detailed Activity Gwen
7:34 AM Description.pdf Attachment | No Yaeger
9/30/2025 230280 Agent Authorization Jon Attachment | No William
4:40 PM Duke signed.pdf Lane

https://mels.maine.gov/nform/app/#/submissionwizard/88f66 18c-eabb-4009-8dfc-c9265b4417e9/26 ?returnUrl=https: %2F %2Fmels.maine.gov%2Fn...

15/15



(Gartley &D orsky

ENGINEERING SURVEYING

Agent Authorization Memorandum

The purpose of this memorandum is to authorize Gartley & Dorsky Engineering & Surveying, Inc. to act as
Agent in submitting municipal, state, and federal applications and answering questions associated with
your project.

Project Location: ﬁv:40 WEST STREET

___ROCKPORT, ME

Printed Name: JON DUKE

Title: TOWN MANAGER

Representing: TOWN OF ROCKPORT
-

Signature: U

Date: 9/30/25

(207) 236-4365 59 Union Street, Unit 1, Camden, ME 04843 www.gartleydorsky.com


William Lane (WS-17)
Inserted Text
40 West Street
































ENGINEERING SURVEYING

Rockport Community Park: NRPA Permit by Rule Section 7
Project 2023-0280

TARGET PROPERTY:
Map 27, Lot 157
Town of Rockport

40 West Street
Rockport, ME

Abutters of the proposed project:

TOWN OF ROCKPORT
101 MAIN STREET
ROCKPORT ME 04856

MAP 28 LOT 11
HALL, JANET
24 WEST ST

MAP 27 LOT 159

OCEAN VIEW SUNSETS LLC
PO BOX 401

LEVANT, ME 04458

MAP 28 LOT 13
START, DANA M

22 WEST ST
ROCKPORT, ME 04856

MAP 27 LOT 181 & 183
YACHTING SOLUTIONS LLC
229 COMMERCIAL ST
ROCKPORT, ME 04856

MAP 29 LOT 1

LFME HOLDINGS, LLC
27 MECHANIC ST
ROCKPORT, ME 04856

ROCKPORT, ME 04856

MAP 29 LOT 3

BOHNDELL & COMPANY INC ES
PO BOX 628

ROCKPORT, ME 04856-0628

(207) 236-4365 59 Union Street, Unit 1, Camden, ME 04843 www.gartleydorsky.com



PUBLIC NOTICE:
NOTICE OF INTENT TO FILE
Please take notice that:

Gartley& Dorsky Engineering& Surveying,Inc at59 Union StUnit 1, CamdenME 04843
(Name and Mailing Address of Applicant)

207-236-4365gyaeger@gartleydorsky.com

(Phone Number and Email Address of Applicant)

is intending to file a Natural Resources Protect Act Permit by Rule (NRPA PBR) application with the
Maine Department of Environmental Protection (DEP) pursuant to the provisions of 38 M.R.S. §§ 480-A
through 480-KK and 38 M.R.S. § 344(7) on or about:

03/20/2026
(Anticipated Filing Date)

The application is for:

astormwatepermitby rule application.

(Description of the Project)

at the following location:

40 WestStreet,Rockport, ME 04856

(Project Location)

The application will be filed for public inspection on the DEP’s website at:
https://www.maine.gov/dep/mels/hub.html.

A copy of the application may also be seen at the municipal office in Rockport , Maine.
(City/Town)

The DEP review period for a NRPA PBR application is 20 working days. A decision made by the
Commissioner to approve a PBR is appealable to the Board of Environmental Protection. An aggrieved
person must file the appeal within 30 days of the date of a final license decision of the Commissioner. An
appeal must be filed in accordance with Section 23 of the Department’s Chapter 2 rules, Processing of
Applications and Other Administrative Matters. For more information, please visit:
https://www.maine.gov/dep/publications/is-appeal.html.



https://www.maine.gov/dep/publications/is-appeal.html

PUBLIC NOTICE INSTRUCTIONS AND CERTIFICATION
NRPA Permit by Rule

The Department’s Chapter 2 rules, Processing of Applications and Other Administrative Matters, and
Chapter 305 rules, Natural Resources Protection Act — Permit by Rule Standards, require an applicant for
a Natural Resources Protection Act Permit by Rule (NRPA PBR) to provide public notice within 30 days
prior to submitting the PBR to the Department (see Chapter 2, §13). In the notice, the applicant must
provide the information included in the Department’s Notice of Intent to File form.

Notice must be mailed to all abutters. (“Abutter” for the purposes of public notice means any person who
owns property that is contiguous with the property on which the project requiring a license from the
Department is proposed.) The applicant also must provide a copy of the Notice of Intent to File and a
duplicate of the PBR application to the municipal office.

1.  Abutters: You must mail a copy of the Notice of Intent to File to all abutters. Their names and
addresses can be obtained from the town tax maps or local officials. They must receive notice within
30 days prior to the filing of the application with the Department.

2. Municipal Office: You must mail a copy of the Notice of Intent to File and a duplicate of the entire

application to the municipal office. The municipal office must receive notice within 30 days prior to
the filing of the application with the Department.

ATTACH a copy of the list of persons to whom notice was provided.

CERTIFICATION

By signing below, the applicant or authorized agent certifies that:

1. A mailing of the Notice of Intent to File was sent to all abutters within 30 days prior to filing of the
application; and

2. A mailing of the Notice of Intent to File and a duplicate copy of the application was sent to the town
office of the municipality in which the project is located.

%’“ %’“ 03/16/2026

Signature of Applicant or Authorized Agent Date



Gwen Yaeger
Stamp


ENGINEERING

SURVEYING

Rockport Community Park: Stormwater Permit by Rule

Project 2023-0280

TARGET PROPERTY:
Map 27, Lot 157
Town of Rockport
40 West Street
Rockport, ME

Abutters and all other persons owning land within 1,000 ft. of the proposed project:

TOWN OF ROCKPORT
101 MAIN STREET
ROCKPORT ME 04856

MAP 20 LOT 197 & 199
HOBOKEN SCHOOL HOUSE, LLC
PO BOX 812

CAMDEN, ME 04843

MAP 27 LOT 27 & 35 & 35-1
BAY VIEW LANDING, LLC
PO BOX 812

CAMDEN, ME 04843

MAP 27 LOT 33

DARE, DALE L & JUANA E
77 WEST ST

ROCKPORT, ME 04856

MAP 27 LOT 41

TKN PROPERTIES, LLC
187 COMMERCIAL ST
ROCKPORT, ME 04856

MAP 27 LOT 159
OCEAN VIEW SUNSETS LLC P O BOX 401
LEVANT, ME 04458

MAP 27 LOT 163-1

MID-COAST HABITAT FOR HUMANITY, INC
799 WEST ST

ROCKPORT, ME 04856

MAP 20 LOT 1

MEGAN CUSHMAN SKIN CARE, LLC
PO BOX 217

PORT CLYDE, ME 04855

MAP 20 LOT 197-1

BLEECKER STREET REALTY LLC
PO BOX 321

ROCKPORT, ME 04856

MAP 27 LOT 29
WEST STREET LLC
135 WASHINGTON ST
CAMDEN, ME 04843

MAP 27 LOT 37

THE LOAF, LLC

86 NEWBURY ST
PORTLAND, ME 04101

MAP 27 LOT 43
VOLIGNY, CRAIG

LIAN, YULAN

8 DEANS WAY
ROCKPORT, ME 04856

MAP 27 LOT 161

LONG, ROBERT E JR & STEPHANIE H
262 COMMERCIAL ST

ROCKPORT, ME 04856

MAP 27 LOT 169
LAPPIN PROPERTIES LLC
271 COMMERCIAL ST
ROCKPORT, ME 04856

MAP 20 LOT 195
WRIGHT, KIPP C
O'CONNOR, ELIZABETH F
PO BOX 536

ROCKPORT, ME 04856

MAP 27 LOT 25
SMITH, STUART

PO BOX 956
ROCKPORT, ME 04856

MAP 27 LOT 31
TEXEIRA-HYSSONG, VANESSA
TEXEIRA, CHRISTINA

81 WEST ST

ROCKPORT, ME 04856

MAP 27 LOT 39

FORD, TIFFANY L

PO BOX 100
ROCKPORT, ME 04856

MAP 27 LOT 45

MALCOLM, GERALD S & JUDITH M,
TRUSTEES THE MALCOLM FAMILY
REVOCABLE LVG TRST

33 NESTING LANE

BLUFFTON, SC 29909
MAP 27 LOT 163

CALLANAN, FRANCIS X &
MORRISSEY, SUSAN P

8 NORWOOD AVE
CAMDEN, ME 04843

MAP 27 LOT 171

FUSION AUDIO VIDEQ, LLC
836 EASTERN RD
WARREN, ME 04864

(207) 236-4365

59 Union Street, Unit 1, Camden, ME 04843

www.gartleydorsky.com



ROCKPORT COMMUNITY PARK

STORMWATER PBR APPLICATION

MAP 27 LOT 173

FOX RIDGE OFFICE OWNER LLC
22 FREE ST

PORTLAND, ME 04101

MAP 27 LOT 181 & 183 & 185-3
YACHTING SOLUTIONS LLC

229 COMMERCIAL ST
ROCKPORT, ME 04856

MAP 27 LOT 189
HYSSONG, JOHN
HYSSONG, DOLORES
112 WEST ST
ROCKPORT, ME 04856

MAP 28 LOT 5 & MAP 29 LOT 75
LAWRENCE, ROBERT SWAN
LAWRENCE, CYNTHIA COLE

82 PASCAL AVE

ROCKPORT, ME 04856

MAP 28 LOT 11

HALL, JANET

24 WEST ST
ROCKPORT, ME 04856

MAP 28 LOT 15-1

RANDOLPH, JOHN WHITNEY RANDOLPH,
TERESA WILLIAMSON

20 WEST ST

ROCKPORT, ME 04856

MAP 28 LOT 21

RICHARDS, G BION RICHARDS, MURIEL E
PO BOX 778

ROCKPORT, ME 04856

MAP 28 LOT 27

MORSE, ERIC B

MORSE, MAUREEN A

PO BOX 226

ROCKPORT, ME 04856-0226

MAP 28 LOT 83

MURRAY, DORSEY S & JAMES C Il DORSEY S
MURRAY TR 2007 C/O AMY
COLLINGBOURNE

473 DUNHAM ROAD, SUITE 200

SAINT CHARLES, IL 60174

MAP 27 LOT 175

CAMDEN NATIONAL CORPORATION
2 ELM STREET

CAMDEN, ME 04843

MAP 27 LOT 187

HYSSONG, JAMES HYSSONG, SIMONNE
104 WEST STREET

ROCKPORT, ME 04856

MAP 28 LOT 1
LENDRIM, ROBERT B & NANCY, TRUSTEES

LOVELACE, MELANIE - TRUSTEES FRANK T &

BETTY J LENDRIM TRST
242 HOUSATONIC AVE

STRATFORD, CT 06615
MAP 28 LOT 7

DYBAS, ROBERT M.
HERRING, MELANIE
74 PASCAL AVE
ROCKPORT, ME 04856

MAP 28 LOT 13
START, DANA M

22 WEST ST
ROCKPORT, ME 04856

MAP 28 LOT 17

JACKSON, DAVID P & NANCY J
PO BOX 760

ROCKPORT, ME 04856-0760

MAP 28 LOT 23

LAVEY, WILLIAM &
KOENIGSBERG, ELIZABETH W
46 PASCAL AVE

ROCKPORT, ME 04856

MAP 28 LOT 29
MORRISON, PARK M
CHAPMAN, MELISSA A
PO BOX 755
ROCKPORT, ME 04856

MAP 28 LOT 85

11 ELM STREET LLC
473 DUNHAM RD #200
ST CHARLES, IL 60174

G&D

MAP 27 LOT 177
JAHR-OLIVAS, JULIA
11 EATON AVE
CAMDEN, ME 04843

MAP 27 LOT 187-1

LONG, ROBERT E & STEPHANIE L
262 COMMERCIAL ST
ROCKPORT, ME 04856

MAP 28 LOT 3

HARRIS, SCOTT H & HORSCH, KAREN
117 CENTRE ST

CONCORD, NH 03301

MAP 28 LOT 9

HARTLE, NICHOLAS & SUSAN
9 WEST STREET

ROCKPORT, ME 04856

MAP 28 LOT 15

OLSEN, BRAD & LYNETTE
16 WEST ST

ROCKPORT, ME 04856

MAP 28 LOT 19

LEA, BARBARA F

SMITH, CYNTHIA & PATTEN, CHERYL
PO BOX 25

ROCKPORT, ME 04856

MAP 28 LOT 25
JOHNSON,WILLIAM A

27 FOX MEADOW RD
SCARSDALE, NY 10583-2903

MAP 28 LOT 31

DOMAREKI, GREGORY J SHELDON, SARAH
28 PASCAL AVE

ROCKPORT, ME 04856

MAP 28 LOT 111

KORSUNSKY, GALINA, TRUSTEE
GALINA KORSUNSKY 2017 REVOCABLE
TRUST

14 ELM ST

ROCKPORT, ME 04856



ROCKPORT COMMUNITY PARK

STORMWATER PBR APPLICATION

MAP 28 LOT 113

COLE, ANN E, TRUSTEE

ANN ELLEN COLE 2007 TRUST
34 SPRUCE ST

ROCKPORT, ME 04856

MAP 28 LOT 127
PERRY, MICHELLE

29 PASCAL AVE
ROCKPORT, ME 04856

MAP 28 LOT 133

CONTAKOS, JONAS T & STACEY P
39 PASCAL AVE

ROCKPORT, ME 04856

MAP 28 LOT 139
HAYNES, JASON
RINGER, RAYMOND
67 PASCAL AVE
ROCKPORT, ME 04856

MAP 28 LOT 145
DERECKTOR, DEBORAH
P O BOX 448

BELFAST, ME 04915

MAP 28 LOT 151

WOOQOD, CHRISTINA D - TRUSTEE CHRISTINA D
WOOQOD 1995 TRUST, DATED NOV 9, 1995

54 ISLAND RD

ESSEX, MA 01929

MAP 29 LOT 3

BOHNDELL & COMPANY INC ES
PO BOX 628

ROCKPORT, ME 04856-0628

MAP 29 LOT 9

HARPELL, PATRICIA ST. HILAIRE, KATHERINE
42 PLEASANT ST

ROCKPORT, ME 04856

MAP 29 LOT 13

JENNER, AMY L VIEHMAN, JOHN
26 PLEASANT ST

ROCKPORT, ME 04856

MAP 28 LOT 123

JK MAINE HOLDINGS, LLC
PO BOX 1881

TELLURIDE, CO 81435

MAP 28 LOT 129
CASTLE, SIMON & DIANA
31 PASCAL AVE
ROCKPORT, ME 04856

MAP 28 LOT 135
SWEITZER, BARBARA S
29 BLACK HORSE DR
ACTON, MA 01720

MAP 28 LOT 141
COHEN, ALEXT

6 WOOD ST
CAMDEN, ME 04843

MAP 28 LOT 147

CHAPMAN, JOHN GILMAN - TRUSTEE HELEN
ANN SHAW IRREVOCABLE TRUST DTD
11/7/2022

77 PASCAL AVE

ROCKPORT, ME 04856
MAP 28 LOT 157

BRAND, JONATHAN & MONIKA, TRUSTEES
BRAND FAMILY TRUST

4 COACH ROAD

EXETER, NH 03833

MAP 29 LOT 5

MEADOROBER, MYRTLE DIANE
7 BUNCHBERRY LANE
HARPSWELL, ME 04079

MAP 29 LOT 11

GLASER, REBECCAES
40 PLEASANT STREET
ROCKPORT, ME 04856

MAP 29 LOT 13-1
HUNGERFORD, ANDREA LYNN
24 PLEASANT STREET
ROCKPORT, ME 04856

G&D

MAP 28 LOT 125
COLEMAN, MICHAEL L
GRIFFIN, RUTH E

27 PASCAL AVE
ROCKPORT, ME 04856

MAP 28 LOT 131

SCAVONE, ROBERT LEGER, JEAN
35 PASCAL AVE

ROCKPORT, ME 04856

MAP 28 LOT 137

JAYCO CAPITAL RESOURCES LLC
59 PASCAL AVE

ROCKPORT, ME 04856

MAP 28 LOT 143

WILLIAMS, RUSSELL W & DIANA
PO BOX 391

NEWCASTLE, ME 04553-0391

MAP 28 LOT 149

WHITE, NANCY C/O KATE JEFFERSON

125 WASHINGTON ST
CAMDEN, ME 04843

MAP 29 LOT1& 73
LFME HOLDINGS, LLC
27 MECHANIC ST
ROCKPORT, ME 04856

MAP 29 LOT 7
SCHMIDT, BONNIE BOWER, NIGEL
212 MOLYNEAUX RD
CAMDEN, ME 04843

MAP 29 LOT 11-1
CHACE PAYSON, ROBIN E
32 PLEASANT STREET
ROCKPORT, ME 04856

MAP 29 LOT 15
LEONARD, LINDA

PO BOX 129
ROCKPORT, ME 04856



ROCKPORT COMMUNITY PARK

STORMWATER PBR APPLICATION

MAP 29 LOT 17
ROCKPORT, TOWN OF
AMSBURY CEMETERY
101 MAIN ST
ROCKPORT, ME 04856

MAP 29 LOT 23

SOUTHWELL, ALISON PEABODY
205 CHERRY DR

PASADENA, CA 91105

MAP 29 LOT 31

WADE, STEVEN & PATRICIA, TRS S&P WADE
FAMILY TRT 2/21/1991

106 MOUNTAIN RD

CONCORD, NH 03301

MAP 29 LOT 63

LEE, WILLIAM DAVIS & KATHARINE
100 PASCAL AVE

ROCKPORT, ME 04856

MAP 29 LOT 69
MITCHELL, SANDRA E
90 PASCAL AVE
ROCKPORT, ME 04856

MAP 29 LOT 71
POTTER, JONATHAN

6 PINE ST

ROCKPORT, ME 04856

MAP 29 LOT 81

WALKLING, RALPH WALKLING, REENA
13623 LEGENDS WALK TERR
LAKEWOOD RANCH, FL 34202

MAP 29 LOT 111

SERRIE, JEFFREY P WATSON, NATALIE
67 HIGH ST

ROCKPORT, ME 04856

MAP 29 LOT 19

BONZI, JUDITH, TRUSTEE OF THE JUDITH BONZI
REV TRU GAZELLE, SCOTT, TRUSTEE OF THE SCOTT
GAZELLE REV T DATED 9/8/2023

PO BOX 9

ROCKPORT, ME 04856

MAP 29 LOT 25 & 27
CADWALADER, RICHARD M
12 AMSBURY ST
ROCKPORT, ME 04856

MAP 29 LOT 33

WILDER, THROORP IIl & WEISGALL, DEBORAH
22 TWIN POND LANE

LINCOLN, MA 01773

MAP 29 LOT 65

CHARBONNEAU, JILLIAN ANGELA & PAUL
GIRARD, TRUSTEE THE JILLIAN AND PAUL
CHARBONNEAU LIVING TRUST DATE

PO BOX 73

ROCKPORT, ME 04856
MAP 29 LOT 70

WILDER, KATRINKA K & OLIVER & THROOP M
Il & ENDICOTT, CAROLA C/O

PO BOX 224

ROCKPORT, ME 04856-0224

MAP 29 LOT 77

GAUDET, ARLENE F & PHILIP R JR
81 PASCAL AVE

ROCKPORT, ME 04856

MAP 29 LOT 91

ROCKPORT, TOWN OF
ROCKPORT HARBOR-MARINE PK
101 MAIN ST

ROCKPORT, ME 04856

G&D

MAP 29 LOT 21
CODELLA, PETER M
LEONARD, CAROLINE C
23 PLEASANT ST
ROCKPORT, ME 04856

MAP 29 LOT 29

CADWALADER, RICHARD MCCALL &
ULLA MARIA

12 AMSBURY ST

ROCKPORT, ME 04856

MAP 29 LOT 35
SMITH, COURTNAY
PO BOX 97
ROCKPORT, ME 04856

MAP 29 LOT 67

VOEGELE, DESIREE C - TRUSTEE DESIREE C
VOEGELE REVOC. TRUST

438 GRACE AVENUE

AIKEN, SC 29801

MAP 29 LOT 70-1

COMMODORE'S WEEKEND, LLC

42 CLARK AVE
CORNWALL-ON-HUDSON, NY 12520

MAP 29 LOT 79

MCLELLAN, ELIZABETH A, TRUSTEE
ELIZABETH A. MECLELLAN LIVING TRUST
DATED 7/19/21

53 DEERING STREET

PORTLAND, ME 04101

MAP 29 LOT 109

HALL, ROLLAND B & ELAINE C - TRUSTEES
ROLLAND AND ELAINE HALL LVG TRST DTD
10/14/22

11 PARTRIDGEBERRY LANE

KEENE, NH 03431



PUBLIC NOTICE:
NOTICE OF INTENT TO FILE

Please take notice that:

Gartley& DorskyEngineering& Surveying,Inc at59 Union StUnit 1, CamdenME 04843
(Name and Mailing Address of Applicant)

207-236-4365gyaeger@gartleydorsky.com
(Phone Number and Email Address of Applicant)

is intending to file a Stormwater Management Law Permit by Rule (Stormwater PBR) application with
the Maine Department of Environmental Protection (DEP) pursuant to the provisions of 38 M.R.S. § 420-
D and 38 M.R.S. § 344(7) on or about:

03/20/2026
(Anticipated Filing Date)

The application is for:

astormwateipermitby rule application.
(Description of the Project)

at the following location:

40 WestStreet,Rockport, ME 04856

(Project Location)

The application will be filed for public inspection on the DEP’s website at:
https://www.maine.gov/dep/mels/hub.html.

A copy of the application may also be seen at the municipal office in Rockport , Maine.
(City/Town)

The DEP review period for a Stormwater PBR application is 14 calendar days. A decision made by the
Commissioner to approve a PBR is appealable to the Board of Environmental Protection. An aggrieved
person must file the appeal within 30 days of the date of a final license decision of the Commissioner. An
appeal must be filed in accordance with Section 23 of the Department’s Chapter 2 rules, Processing of
Applications and Other Administrative Matters. For more information, please visit:
https://www.maine.gov/dep/publications/is-appeal.html.



https://www.maine.gov/dep/mels/hub.html
https://www.maine.gov/dep/publications/is-appeal.html

PUBLIC NOTICE INSTRUCTIONS AND CERTIFICATION
Stormwater Permit by Rule

The Department’s Chapter 2 rules, Processing of Applications and Other Administrative Matters, require
an applicant for a Stormwater Management Law Permit by Rule (Stormwater PBR) to provide public
notice within 30 days prior to submitting the Stormwater PBR to the Department (see Chapter 2, §13). In
the notice, the applicant must provide the information included in the Department’s Notice of Intent to
File form.

Notice must be mailed to abutters and all persons owning land within 1,000 feet of the proposed project.
(“Abutter” for the purposes of public notice means any person who owns property that is contiguous with
the property on which the project requiring a license from the Department is proposed.) The applicant
also must provide a copy of the Notice of Intent to File and a duplicate of the PBR application to the
municipal office.

1. Abutters and Others Owning Land Within 1,000 Feet: You must mail a copy of the Notice of
Intent to File to abutters and all persons owning land within 1,000 feet of the proposed project. Their
names and addresses can be obtained from the town tax maps or local officials. They must receive
notice within 30 days prior to the filing of the application with the Department.

2. Municipal Office: You must mail a copy of the Notice of Intent to File and a duplicate of the entire
application to the municipal office. The municipal office must receive notice within 30 days prior to
the filing of the application with the Department.

ATTACH a copy of the list of persons to whom notice was provided.

CERTIFICATION

By signing below, the applicant or authorized agent certifies that:

1. A mailing of the Notice of Intent to File was sent to all abutters and all other persons owning land
within 1,000 feet of the proposed project within 30 days prior to filing of the application; and

2. A mailing of the Notice of Intent to File and a duplicate copy of the application was sent to the town
office of the municipality in which the project is located.

%ﬂ‘ W 03/16/2026

Signature of Applicant or Authorized Agent Date



Gwen Yaeger
Stamp


TOWN OF ROCKPORT TECHNICAL SPECIFICATIONS

SECTION 3123 16
EXCAVATION

PART 1 - GENERAL
1.1 SUMMARY

A. Perform the following items of work, as shown on the Drawings and specified
herein:

1. Excavate and furnish all material necessary to establish suitable finished
grades for subgrade preparation, cut slope or embankment construction, as
required to complete the work of this Contract, including the furnishing and
compaction of additional material as needed.

2. Completely remove from the site all excavated material which is not ap-
proved by the Engineer for use as embankment material. This provision does
not apply to topsoil which will remain the property of the Owner.

3. Establish subgrades as indicated on the Drawings and specified hereunder

4. Perform cutting and removal of existing pavements to the extent indicated on
the Drawings and as required for the work under this Contract

5. Protect all trees, shrubs and plantings not designated on the Drawings to be
removed, for the duration of the Contract.

6. Protect all utilities on the site for the duration of the work
1.2 DEFINTIONS

A. The work involved includes removal, haul and disposal of materials to prepare for
construction and the placing and compaction of material to construct embank-
ments.

B. Excavation shall be designated as common, rock, unclassified or muck.

C. Common excavation shall consist of removal of earth, of boulders, solid mortared
stone masonry and concrete masonry when each is less than two (2) cubic yards in

volume and of rock which can be removed with ordinary excavating machinery.
Grubbing shall be considered as common excavation.
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TOWN OF ROCKPORT TECHNICAL SPECIFICATIONS

D. Rock excavation shall consist of removal of solid rock which cannot be excavated
without the use of explosives or ripping equipment and of boulders, solid mortared
stone masonry and concrete masonry having a volume of two (2) cubic yards or
more.

E. Unclassified excavation shall consist of removal of materials without consideration
to their composition.

F. Muck excavation shall consist of excavation of soils and organic materials which
are not suitable for use in embankment.

G. Embankment construction shall consist of constructing roadway embankments,
including preparation of the areas upon which they are to be placed; site grading
around buildings and structures; the construction of parking areas, lawns, berms,
and dikes; the placing and compacting of approved material within areas where un-
suitable material has been removed; and the placing and compacting of embank-
ment material in holes, pits and other depressions within the roadway area or con-
struction site limits.

H. Related Work Specified Elsewhere (When Applicable):

1. Stripping and Stockpiling of Topsoil; Trench Excavation-Earth; Trench Excava-
tion-Ledge; Borrow and Bedding Material; Trench Backfilling, Compaction, Con-
trol and Testing; Temporary Erosion Control and Dewatering are specified else-
where in this division.

1.3 QUALITY ASSURANCE
A. Requirements of Regulatory Agencies:

1. Allwork shall be performed and completed in accordance with all local, state or
federal regulations.

2. The General Contractor shall secure all necessary permits from, and furnish
proof of acceptance by, the local and state departments having jurisdiction and
shall pay for all such permits, except as specifically stated elsewhere in the
Contract Documents.

B. Grade and Elevations:

1. The Contractor shall establish the lines and grades in conformity with the Draw-
ings and maintain same to properly perform the contract installation.
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1. REFER TO SHEET C4. REFER TO SHEET C4. 2. IN ORDER TO PROTECT THE SOIL AND WATER RESOURCES IN DEVELOPMENT AREA AND ADJACENT LANDS, THE FOLLOWING IN ORDER TO PROTECT THE SOIL AND WATER RESOURCES IN DEVELOPMENT AREA AND ADJACENT LANDS, THE FOLLOWING ACTIONS SHALL BE TAKEN.  ALL DISTURBED AREAS SHALL BE STABILIZED IN ACCORDANCE WITH GARTLEY & DORSKY ALL DISTURBED AREAS SHALL BE STABILIZED IN ACCORDANCE WITH GARTLEY & DORSKY ENGINEERING & SURVEYING'S STANDARD EROSION & SEDIMENTATION CONTROL NOTES AS DENOTED ON GARTLEY & DORSKY STANDARD EROSION & SEDIMENTATION CONTROL NOTES AS DENOTED ON GARTLEY & DORSKY GARTLEY & DORSKY ENGINEERING & SURVEYING'S CIVIL DETAIL SHEET. THESE NOTES REFER TO THE FOLLOWING: TEMPORARY MEASURES TO 'S CIVIL DETAIL SHEET. THESE NOTES REFER TO THE FOLLOWING: TEMPORARY MEASURES TO CONTROL EROSION AND SEDIMENTATION SHALL BE USED, EROSION CONTROL/PERMANENT MEASURES, EROSION CONTROL MAINTENANCE, AND WINTER STABILIZATION. ALL REQUIREMENTS ARE MINIMUMS. 3. THE CONTRACTOR IS RESPONSIBLE FOR FULL COMPLIANCE WITH ALL EROSION AND SEDIMENTATION CONTROL MEASURES, THE CONTRACTOR IS RESPONSIBLE FOR FULL COMPLIANCE WITH ALL EROSION AND SEDIMENTATION CONTROL MEASURES, STORMWATER BEST MANAGEMENT PRACTICES (BMPS), AND PHASING AS SHOWN ON THE PLANS AND IN ACCORDANCE WITH MAINE DEP STANDARDS. 4. EROSION AND SEDIMENTATION CONTROLS (ESC) MUST BE INSTALLED PRIOR TO THE START OF ANY SOIL DISTURBANCE, EROSION AND SEDIMENTATION CONTROLS (ESC) MUST BE INSTALLED PRIOR TO THE START OF ANY SOIL DISTURBANCE, INCLUDING DEMOLITION AND GRADING, AND MUST BE MAINTAINED UNTIL ALL DISTURBED AREAS ARE PERMANENTLY STABILIZED. 5. ALL ESC MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH THE LATEST EDITION OF THE MAINE EROSION AND SEDIMENT ALL ESC MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH THE LATEST EDITION OF THE MAINE EROSION AND SEDIMENT CONTROL BMP MANUAL PUBLISHED BY MAINE DEP. 6. THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL DEVICES AT LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND THE CONTRACTOR SHALL INSPECT ALL EROSION CONTROL DEVICES AT LEAST ONCE EVERY SEVEN (7) CALENDAR DAYS AND WITHIN 24 HOURS OF A STORM EVENT THAT PRODUCES 0.25 INCHES OF RAIN OR MORE. 7. STORMWATER INFRASTRUCTURE SHALL BE PROTECTED DURING CONSTRUCTION TO PREVENT CLOGGING OR SEDIMENT STORMWATER INFRASTRUCTURE SHALL BE PROTECTED DURING CONSTRUCTION TO PREVENT CLOGGING OR SEDIMENT ACCUMULATION. IF PROTECTION IS COMPROMISED, THE CONTRACTOR SHALL CLEAN AND RESTORE FUNCTIONALITY IMMEDIATELY. 8. STOCKPILED SOIL MUST BE LOCATED WITHIN THE APPROVED LIMIT OF WORK, PROTECTED WITH APPROPRIATE ESC MEASURES STOCKPILED SOIL MUST BE LOCATED WITHIN THE APPROVED LIMIT OF WORK, PROTECTED WITH APPROPRIATE ESC MEASURES (E.G., SILT FENCE), AND STABILIZED IF INACTIVE FOR MORE THAN SEVEN (7) DAYS. 9. ALL DISTURBED SOILS SHALL BE STABILIZED WITH WINTER STABILIZATION MEASURES AS DENOTED ON SHEET C4 AS A MINIMUM. ALL DISTURBED SOILS SHALL BE STABILIZED WITH WINTER STABILIZATION MEASURES AS DENOTED ON SHEET C4 AS A MINIMUM. DISTURBED AREAS SHALL BE STABILIZED WITHIN SEVEN (7) DAYS OF ACHIEVING FINAL GRADE OR CEASING CONSTRUCTION ACTIVITY IN THAT AREA, USING STAKED STRAW MULCH, STAKED EROSION CONTROL BLANKETS, OR OTHER APPROVED MEASURES AS SPECIFIED IN THE PLANS. 10. ALL DISTURBED SLOPES SHALL BE STABILIZED IMMEDIATELY UPON COMPLETION OF WORK.  ALL DISTURBED SLOPES SHALL BE STABILIZED IMMEDIATELY UPON COMPLETION OF WORK.  10.1. SLOPES BETWEEN 3:1 AND 2:1 SHALL BE STABILIZED WITH AN EROSION CONTROL BLANKET CURLEX I (OR EQUAL).  SLOPES BETWEEN 3:1 AND 2:1 SHALL BE STABILIZED WITH AN EROSION CONTROL BLANKET CURLEX I (OR EQUAL).  10.2. SLOPES GREATER THAN 2:1 TO 1.5:1 SHALL BE STABILIZED WITH CURLEX II, (OR EQUAL).  SLOPES GREATER THAN 2:1 TO 1.5:1 SHALL BE STABILIZED WITH CURLEX II, (OR EQUAL).  10.3. SLOPES GREATER THAN 1.5:1 SHALL BE STABILIZED WITH FABRIC AS SPECIFIED OR RIPRAP PER ENGINEER.  SLOPES GREATER THAN 1.5:1 SHALL BE STABILIZED WITH FABRIC AS SPECIFIED OR RIPRAP PER ENGINEER.  1. ALL UTILITIES DEPICTED ON THIS PLAN ARE SCHEMATIC UNLESS NOTED OTHERWISE.  ALL UTILITIES DEPICTED ON THIS PLAN ARE SCHEMATIC UNLESS NOTED OTHERWISE.  SCHEMATIC UNLESS NOTED OTHERWISE.   UNLESS NOTED OTHERWISE.  2. ALL NEW UTILITIES (ELECTRICAL, TELECOMMUNICATIONS, WATER, SEWER, GAS, ETC) SHALL BE INSTALLED IN ACCORDANCE WITH ALL NEW UTILITIES (ELECTRICAL, TELECOMMUNICATIONS, WATER, SEWER, GAS, ETC) SHALL BE INSTALLED IN ACCORDANCE WITH EACH RESPECTIVE UTILITY'S BEST PRACTICES.  INSTALLATION SHALL BE COORDINATED WITH AND BE IN COMPLIANCE WITH ALL LOCAL, STATE AND FEDERAL REGULATIONS.  CONTRACTOR SHALL COORDINATE WITH ALL UTILITY PROVIDERS. 3. COORDINATE WITH ELECTRICAL ENGINEER AND CMP FOR ALL ONSITE ELECTRICAL AND LIGHTING WIRING SIZING, LOCATIONS AND COORDINATE WITH ELECTRICAL ENGINEER AND CMP FOR ALL ONSITE ELECTRICAL AND LIGHTING WIRING SIZING, LOCATIONS AND OTHER SPECIFICATIONS. 4. ALL WATER CONNECTION, DOMESTIC AND FIRE PROTECTION SHALL BE COORDINATED WITH LOCAL UTILITY. ALL WATER CONNECTION, DOMESTIC AND FIRE PROTECTION SHALL BE COORDINATED WITH LOCAL UTILITY. 5. WELL WATER CONNECTIONS SHALL BE COORDINATE WITH CONTRACTED WELL DRILLER.  SPECIAL CARE SHALL BE OBSERVED IN WELL WATER CONNECTIONS SHALL BE COORDINATE WITH CONTRACTED WELL DRILLER.  SPECIAL CARE SHALL BE OBSERVED IN MAINTAINING REQUIRED SETBACKS FROM EXISTING AND PROPOSED SEPTIC SYSTEM ELEMENTS AND OTHER UTILITIES. 6. INSTALLATION OF ON SITE PROPANE SERVICE SHALL BE IN COMPLIANCE WITH ALL LOCAL, STATE AND FEDERAL REGULATIONS INSTALLATION OF ON SITE PROPANE SERVICE SHALL BE IN COMPLIANCE WITH ALL LOCAL, STATE AND FEDERAL REGULATIONS AND GAS INDUSTRY STANDARDS AND BEST PRACTICES.  7. CONTRACTOR (OR OWNER) SHALL COORDINATE WITH CENTRAL MAINE POWER PRIOR TO CONSTRUCTION.  PROPOSED ELECTRICAL CONTRACTOR (OR OWNER) SHALL COORDINATE WITH CENTRAL MAINE POWER PRIOR TO CONSTRUCTION.  PROPOSED ELECTRICAL UTILITY LOCATIONS ARE SCHEMATIC AND NEED TO BE DESIGNED AND APPROVED BY CMP.  8. CONTRACTOR (OR OWNER) RESPONSIBLE FOR NOTIFYING UTILITY COMPANIES OF PROPOSED CONSTRUCTION IN CLOSE PROXIMITY CONTRACTOR (OR OWNER) RESPONSIBLE FOR NOTIFYING UTILITY COMPANIES OF PROPOSED CONSTRUCTION IN CLOSE PROXIMITY TO UTILITY POLE. 9. CONTRACTOR (OR OWNER) SHALL NOTIFY TOWN OF PROPOSED ROAD CLOSURE DATES.  NO LESS THAN 4 WEEKS IN ADVANCE, CONTRACTOR (OR OWNER) SHALL NOTIFY TOWN OF PROPOSED ROAD CLOSURE DATES.  NO LESS THAN 4 WEEKS IN ADVANCE, TOWN WILL NOTIFY RESIDENTS PUBLIC SAFETY AND SCHOOLS. 10. WELLS TO BE ABANDONED SHALL BE ABANDONED IN ACCORDANCE WITH DHHS WELL ABANDONMENT PROCEDURES.  WELLS TO BE ABANDONED SHALL BE ABANDONED IN ACCORDANCE WITH DHHS WELL ABANDONMENT PROCEDURES.  1. THIS PLAN IS DRAWN ON A D-SIZED SHEET (24"x36") TO THE SCALE NOTED ON THIS PLAN.  IF THIS PLAN IS RENDERED ON THIS PLAN IS DRAWN ON A D-SIZED SHEET (24"x36") TO THE SCALE NOTED ON THIS PLAN.  IF THIS PLAN IS RENDERED ON A DIFFERENT SIZED SHEET IT WILL NOT BE TO SCALE. 2.  © GARTLEY & DORSKY ENGINEERING & SURVEYING, INC. - THIS PLAN MAY NOT BE COPIED WITHOUT THE EXPRESS  © GARTLEY & DORSKY ENGINEERING & SURVEYING, INC. - THIS PLAN MAY NOT BE COPIED WITHOUT THE EXPRESS  GARTLEY & DORSKY ENGINEERING & SURVEYING, INC. - THIS PLAN MAY NOT BE COPIED WITHOUT THE EXPRESS PERMISSION OF GARTLEY & DORSKY ENGINEERING & SURVEYING, INC.  AND/OR THE CLIENT FOR WHOM THE PLAN WAS COMMISSIONED. 3. ELECTRONIC DRAWING FILES (.DWG, .DXF, ETC) ARE PROVIDED SOLELY AS A CONVENIENCE. ELECTRONIC DRAWING FILES (.DWG, .DXF, ETC) ARE PROVIDED SOLELY AS A CONVENIENCE. ELECTRONIC DRAWING FILES SHALL NOT BE CONSIDERED "DRAWINGS OF RECORD" OR "CONSTRUCTION DOCUMENTS."  ALL "DRAWINGS OF RECORD" OR "CONSTRUCTION DOCUMENTS," WILL BE HARD COPY DRAWING SHEETS OR .PDF ELECTRONIC FILES WITH PROFESSIONAL STAMPS AND SIGNATURES.   NOTE, ELECTRONIC FILES ARE SUBJECT TO ALTERATION AND THE RECIPIENT SHALL USE FILES AT THERE OWN RISK.

AutoCAD SHX Text
JAM

AutoCAD SHX Text
S

AutoCAD SHX Text
M

AutoCAD SHX Text
1 inch =     ft.

AutoCAD SHX Text
( IN FEET )

AutoCAD SHX Text
GRAPHIC SCALE

AutoCAD SHX Text
0

AutoCAD SHX Text
50

AutoCAD SHX Text
50

AutoCAD SHX Text
100

AutoCAD SHX Text
50

AutoCAD SHX Text
200

AutoCAD SHX Text
25




AutoCAD SHX Text
D

AutoCAD SHX Text
Y

AutoCAD SHX Text
H

AutoCAD SHX Text
PS

AutoCAD SHX Text
EXISTING CONCRETE TO BE REMOVED (TYPICAL)

AutoCAD SHX Text
EXISTING GRAVEL FIELD TO BE REMOVED

AutoCAD SHX Text
EXISTING FENCE TO BE REMOVED

AutoCAD SHX Text
EXISTING PAVEMENT TO BE REMOVED (TYPICAL)

AutoCAD SHX Text
EXISTING ELECTRICAL SERVICE AND UTILITY POLE TO BE REMOVED

AutoCAD SHX Text
PROTECT EXISTING DRAINS TO REMAIN

AutoCAD SHX Text
LOCATE AND ABANDON EXISTING UTILITY CONNECTIONS (SEE NOTES)

AutoCAD SHX Text
EXISTING ROW OF TREES TO BE REMOVED

AutoCAD SHX Text
EXISTING TREES (4) TO BE REMOVED

AutoCAD SHX Text
LIMIT OF WORK

AutoCAD SHX Text
DEMOLITION TO EXTEND TO LIMIT OF WORK

AutoCAD SHX Text
PUMP STATION TO BE REMOVED

AutoCAD SHX Text
EXISTING CATCH BASIN AND DRAIN TO BE REMOVED

AutoCAD SHX Text
1.   ALL WORK SHALL BE PERFORMED IN ACCORDANCE WITH APPLICABLE LOCAL, STATE, AND FEDERAL CODES, STANDARDS, AND    REGULATIONS. 2. THE CONTRACTOR SHALL VERIFY THE LOCATION AND ELEVATION OF ALL EXISTING UTILITIES AND STRUCTURES PRIOR TO THE THE CONTRACTOR SHALL VERIFY THE LOCATION AND ELEVATION OF ALL EXISTING UTILITIES AND STRUCTURES PRIOR TO THE START OF CONSTRUCTION. NOTIFY THE CIVIL ENGINEER AND LANDSCAPE ARCHITECT OF ANY CONFLICTS OR DISCREPANCIES. 3. CONTRACTOR SHALL NOTIFY THE APPROPRIATE UTILITY NOTIFICATION CENTER (DIGSAFE®) PRIOR TO BEGINNING ANY EXCAVATION. CONTRACTOR SHALL NOTIFY THE APPROPRIATE UTILITY NOTIFICATION CENTER (DIGSAFE®) PRIOR TO BEGINNING ANY EXCAVATION. ) PRIOR TO BEGINNING ANY EXCAVATION. 4. LIMITS OF WORK (LOW) SHALL BE CLEARLY MARKED IN THE FIELD PRIOR TO COMMENCEMENT OF ANY WORK. LIMITS OF WORK (LOW) SHALL BE CLEARLY MARKED IN THE FIELD PRIOR TO COMMENCEMENT OF ANY WORK. NO DISTURBANCE SHALL OCCUR BEYOND THE APPROVED LIMIT. 5. GENERAL DEMOLITION NOTES: GENERAL DEMOLITION NOTES: CONTRACT REQUIREMENTS: ADHERE TO THE CONTRACT, PLAN, & SPECIFICATION REQUIREMENTS FOR WORK TO BE PERFORMED. CONDUCT RFI PROCEDURE FOR CLARIFICATION IF CONFLICTING CONDITIONS ARISE. EXTENT OF DEMOLITION:  O REMOVE ALL PAVED SURFACES WITHIN PROJECT LIMITS. REMOVE ALL PAVED SURFACES WITHIN PROJECT LIMITS. O REMOVE ALL CONCRETE SLABS TO FULL DEPTH OF CONCRETE, SCARIFY BEDDING BELOW SLABS TO IDENTIFY  REMOVE ALL CONCRETE SLABS TO FULL DEPTH OF CONCRETE, SCARIFY BEDDING BELOW SLABS TO IDENTIFY        ANCILLARY UTILITIES, OR STRUCTURES REQUIRING REMOVAL. ANCILLARY UTILITIES, OR STRUCTURES REQUIRING REMOVAL. O REMOVE ALL FOOTINGS AND FROST WALLS TO A DEPTH OF 4 FEET BELOW EXISTING OR PROPOSED GRADE, REMOVE ALL FOOTINGS AND FROST WALLS TO A DEPTH OF 4 FEET BELOW EXISTING OR PROPOSED GRADE, WHICHEVER IS DEEPER. O REMOVE ANY VOIDS OR VAULTS TO FULL DEPTH OF CONSTRUCTION, BACKFILL WITH CLEAN GRANULAR BORROW COMPLYING  REMOVE ANY VOIDS OR VAULTS TO FULL DEPTH OF CONSTRUCTION, BACKFILL WITH CLEAN GRANULAR BORROW COMPLYING  WITH MAINEDOT 703.19 AND COMPACT TO 95% OF MAXIMUM MODIFIED PROCTOR DENSITY PER ASTM D1557-12(2021). O REMOVE ALL WATER AND SEWER UTILITY SERVICES IN ACCCORDANCE WITH UTILITY REQUIREMENTS AND STANDARDS. REMOVE ALL WATER AND SEWER UTILITY SERVICES IN ACCCORDANCE WITH UTILITY REQUIREMENTS AND STANDARDS. LIMIT OF REMOVAL FOR WATER: ISOLATION VALVES WITHIN BOUNDS OF THE PROPERTY OR PROPERTY LINE. LIMIT OF REMOVAL FOR SEWER: PROPERTY LINE. CAP STUBS WITH APPROPRIATE FITTINGS TO ENSURE WATERTIGHT SEALS.  MARK STUBS WITH PRESSURE TREATED 2X4 FRAMING MEMBERS PAINTED & LABELED AS APPLICABLE FOR THE SERVICE. PROTECTION OF EXISTING ELEMENTS: PROTECT AND MAINTAIN EXISTING DRAINAGE STRUCTURES, PUBLIC UTILITIES, AND  PRIVATE UTILITIES DESIGNATED TO REMAIN. RESET COVERS TO MATCH DESIGN GRADES. DEBRIS REMOVAL AND DISPOSAL: SAFELY AND LEGALLY REMOVE AND DISPOSE OF ALL DEMOLISHED MATERIALS. SUBMIT LIST OF RECEIVING LANDFILLS, LEGAL DISPOSAL SITES, OR INDICATE BENEFICIAL REUSE AS APPLICABLE. INDEMNIFY AND HOLD HARMLESS THE OWNER AND HIS REPRESENTATIVES FOR ANY REMOVED MATERIALS. DUST AND DEBRIS CONTROL: IMPLEMENT MEASURES TO MANAGE AND MINIMIZE DUST AND DEBRIS GENERATION DURING DEMOLITION, IN ACCORDANCE WITH GENERALLY ACCEPTED PRACTICE.. SALVAGE AND REUSE: ALL REMOVED MATERIALS ARE TO BECOME PROPERTY OF THE CONTRACTOR AND REMOVED FROM THE SITE. REPAIR AND PATCHING: DISTURBANCE OR DAMAGE OF UTILITIES, WALKS, DRIVES, ROADS OR STRUCTURES THAT ARE NOT SPECIFIED TO BE REMOVED SHALL BE REPAIRED. TRENCH REPAIRS SHALL REPLACE SHOULDER, PAVEMENT, OR CONCRETE SURFACES TO THE ORIGINAL DIMENSIONS, THICKNESSES, DEPTHS AND MATERIALS OF CONSTRUCTION. FOR ALL AREAS SLATED TO RECEIVE NEW WORK, ENSURE A CLEAN AND STABLE SURFACE FOR NEW FINISHES. 6. UTILITY DISCONNECTION AND ABANDONMENT: PRE-DEMOLITION SURVEYS: REQUIRE A THOROUGH PRIVATE UTILITY MARKOUT AND SURVEY TO IDENTIFY ALL EXISTING UTILITIES,INCLUDING GAS, ELECTRICAL, WATER, AND SEWER LINES. DISCONNECTION PROCEDURES: DISCONNECT AND CAP OR SEAL UTILITY LINES IN ACCORDANCE WITH UTILITY REQUIREMENTS.  COORDINATE WITH UTILITY AS APPLICABLE. COORDINATION WITH UTILITY PROVIDERS: ADVISE EACH AFFECTED UTILITY OF PLANNED WORK SCHEDULE AND ANY MODIFICATIONS TO SCHEDULE. VERIFY EACH SERVICE IS IDENTIFIED AS DISCONTINUED OR DISCONNECTED. DOCUMENTATION: REPORT UTILITY DISCONNECTIONS AND STUB LOCATIONS TO OWNER FOR RECORD-KEEPING. 7. HAZARDOUS MATERIALS NO HAZARDOUS MATERIALS ARE UNDERSTOOD TO EXIST ON THE PROJECT SITE. REPORT THE PRESENCE OF HAZARDOUS MATERIALS SUCH AS ASBESTOS, LEAD-BASED PAINT, AND OTHER TOXIC SUBSTANCES, TO THE OWNER UPON DISCOVERY. ENVIRONMENTAL PRECAUTIONS: PREVENT THE RELEASE OF OFFENSIVE OR HAZARDOUS MATERIALS INTO THE ENVIRONMENT,  INCLUDING EXCESS DUST. 8. SAFETY AND SITE MANAGEMENT SITE SECURITY AND ACCESS CONTROL: SECURE THE DEMOLITION SITE AND RESTRICT ACCESS TO UNAUTHORIZED PERSONNEL. SIGNAGE & BARRICADES: DISPLAY WARNING SIGNS AND INSTALL TEMPORARY FENCING OR BARRICADES TO DEMARCATE HAZARDS. FIRE SAFETY: IMPLEMENT FIRE SAFETY PLANNING AND INCLUDE IDENTIFICATION OF RESPONSIBLE PARTIES. BEFORE ANY CUTTING OR WELDING IS PERFORMED ONSITE, PROVIDE FIRE EXTINGUISHERS AND ASSIGN COMPETENT PERSONNEL TO PROVIDE OVERSIGHT. EMERGENCY PROCEDURES: PREPARE EMERGENCY PROCEDURES FOR UNEXPECTED CONDITIONS. WORKER TRAINING AND SUPERVISION: TRAIN ASSIGNED CREWS IN DEMOLITION SAFETY AND PROVIDE SUPERVISION BY QUALIFIED SAFETY STAFF AS APPROPRIATE. INSPECTIONS AND SURVEYS: SELF-PERFORM SAFETY INSPECTIONS AND PRE-DEMOLITION CHECKS TO ASSESS RISKS AND ENSURE COMPLIANCE. 9. ADDITIONAL REQUIREMENTS PERMIT AND REGULATORY COMPLIANCE: SECURE MUNICIPAL DEMOLITION PERMIT AS MAY BE REQUIRED. ADHERE TO LOCAL, STATE, AND FEDERAL REGULATIONS. SITE RESTORATION: PERFORM EROSION AND SEDIMENTATION CONTROL IN ACCORDANCE WITH CONTRACT AND REGULATORY REQUIREMENTS, INCLUDING LIMITING EXPOSURE OF SOILS WITHOUT STABILIZATION. 
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EROSION & SEDIMENTATION
CONTROL NOTES

IN ORDER TO PROTECT THE SOIL AND WATER RESOURCES OF THIS DEVELOPMENT AND ADJACENT LANDS,
THE FOLLOWING ACTIONS SHALL BE TAKEN:

WHEN CONSTRUCTION IS INITIATED ON FROZEN GROUND, WOOD WASTE COMPOST/BARK FILTER BERM SHALL BE UTILIZED IN
LIEU OF SILT FENCE. SEE DETAIL, THIS SHEET.

PER MAINE REVISED STATUTE 30 MRS 439(B), ALL EARTHWORK IN SHORELAND ZONES SHALL BE PREFORMED BY
CONTRACTORS CERTIFIED IN EROSION & SEDIMENTATION CONTROL PRACTICES.

THE FOLLOWMING TEMPORARY MEASURES TO CONTROL EROSION AND SEDIMENTATION SHALL BE USED.

1. SEDIMENT BARRIER (SILT FENCE OR WOOD WASTE COMPOST/BARK FILTER (BERM) WILL BE INSTALLED AROUND THE LIMITS
OF CLEARING ASSOCIATED WITH EACH PORTION OF THIS PROJECT. THE CONTRIBUTING DRAINAGE AREA IS LESS THAN %
ACRE PER 100 ft. OF BARRIER LENGTH (THE MAXIMUM LENGTH OF SLOPE ABOVE THE BARRIER IS 100 FEET AND THE
MAXIMUM GRADIENT BEHIND THE BARRIER IS 50 PERCENT (2:1). IF THE SLOPE IS GREATER, OTHER MEASURES SUCH AS
DIVERSIONS MAY BE NECESSARY TO REDUCE THE SLOPE LENGTH. SEDIMENT BARRIER SHALL REMAIN IN PLACE UNTIL ALL

RBED AREAS HAVE BEEN STAEIIJZED MENT EARRIER WLL BE INSTALLED TO S’ECIFICA“ONS OIJTI.INED IN THE

MOGT RECENT MA ) INTROL HANDE( 20! M

BRACTICES,

2. GROUND AREA OPENED OR EXPOSED, WHETHER DIRECTLY OR INDIRECTLY DUE TO THE PROJECT CONSTRUCTION, SHALL BE
MINIMIZED AND SHALL BE STABILIZED WITHIN 15 DAYS OF THE INITIAL DISTURBANCE OF THE MINERAL SOIL, AND SHALL
BE PERMANENTLY STABILIZED WITHIN 7 DAYS OF FINAL GRADING.

3. TEMPORARY SOIL STABILIZATION SHALL BE EITHER BY TEMPORARY MULCHING, TEMPORARY SEEDING, PERMANENT BASE
GRAVEL, OR ASPHALT BASE COURSE AS FOLLOWS:

A. JEMPORARY SFEDING SEED SHALL BE AROOSTOOK RYE APPLIED AT 3.0#/1000 sf. LIME SHALL BE AGRICULTURAL
GROUND LIMESTONE APPLIED AT 138#/1000 af. FERTILZER SHALL BE 10—10-10 CLASSIFICATION APPLIED AT
13.8#/1000 sf. MULCH SHALL CONSIST OF HAY OR STRAW MULCH AND SPREAD EVENLY AT A RATE OF
70-904/1000 ef. TEMPORARY SEEDINGS SHALL ONLY BE MADE BETWEEN APRIL 15TH AND OCTOBER 15TH, AND

SHALL NOT BE PLACED OVER SNOW. IF THE SEEDING IS NOT COMPLETED BY OCTOBER 15TH, ADDITIONAL MULCH

SHALL BE ADDED TO PROVIDE ADEQUATE WINTER PROTECTION.

B. JEMPORARY MULCHING MULCH SHALL CONSIST OF CHOPPED HAY OR STRAW MULGH AND SPREAD BY MEOHANICAL
BLOWER, OR BY HAND IF ADJACENT TO WETLAND HABITAT, EVENLY AT A RATE OF 150— 200§/1000 s
TEMPORARY MULCH SHALL BE REMOVED PRIOR TO PERMANENT SOIL STABILIZATION. MULCH MUST NOT BE PLACED
OVER SNOW.

C. PERMANENT BASE GRAVEL BASE GRAVEL UNDER PAVEMENT SHALL BE SUITABLE AS TEMPORARY SOIL STABILIZATION
UNDER THE FOLI.OWING cONDITT(NS:

ES SHALL BE LESS 5 PERCEN
* GRAVEL SHALL MEET THE SPEGFIGATTONS 'FOR BASE OR SUB-BASE GRAVEL FOR THE PROPOSED COMPLETED
PAVEMENT.

D. ASPHALT BASE COURSE ASPHALT BASE SHALL MEET THE SPECIFICATIONS FOR THE ASPHALT BASE COURSE FOR THE
PROPOSED COMPLETED PAVEMENT.

4. PRIOR TO TOPSOIL REMOVAL, SILT FENCING SHALL BE STAKED AS SHOWN ON THE PLAN.

5. STRIPPED TOPSOIL SHALL BE STOCKPILED FOR REUSE DURING FINAL GRADING. THE PILE SHALL BE HEAVILY MULCHED
WTH HAY WHILE STOCKPILED.

6. TO REDUCE OR ELIMINATE THE TRACKING OF EARTH MATERIALS ONTO PUBLIC RIGHT-OF—WAYS, A STABILIZED PAD OF
CRUSHED STONE LOCATED AT THE DESIGNATED ACCESS POINT SHALL BE ESTABLISHED.

7. STABILIZE AREAS WITHIN 75 FEET OF A WETLAND OR WATERBODY WITHIN 48 HOURS OF THE INITIAL DISTURBANCE OF THE
SOIL OR PRIOR TO ANY STORM EVENT, WHICHEVER COMES FIRST.

8. BASED ON SITE AND WEATHER CONDITIONS DURING CONSTRUCTION, ADDITIONAL EROSION AND SEDIMENT CONTROL
MEASURES MAY BE REQUIRED TO STOP SOIL FROM LEAVING THE SITE.

1. EXCESSIVELY STEEP SLOPES (2:1 OR GREATER) SHALL BE PROTECTED BY EROSION CONTROL EXCELSIOR BLANKET WITH
BIODEGRADABLE PLASTIC OR JUTE MESH AFTER SEEDING.

2. PERMANENT SEEDING SHALL BE PERFORMED DURING CONSTRUCTION OPERATIONS AS EACH DISTURBED AREA HAS BEEN
BROUGHT TO FINISH GRADE. ALL AREAS SHALL BE SEEDED WITH ONE OF THE FOLLOWING:
A

20! KENTUCKY BLUEGRASS
CREEPING RED FESCUE
15’ PERENNIAL RYEGRASS

ex WHITE CLOVER
5% ANNUAL RYEGRASS
14’ PENNFINE RYEGRASS

B. COTTAGE MIX
50% CREEPING RED FESCUE 20% ANNUAL RYEGRASS
15% PERENNIAL RYEGRASS 15% TALL FESCUE

C.

BARK MIX

25% KENTUCKY BLUEGRASS
30% CREEPING RED FESCUE
15% CHEWING FESCUE

D. NORTHEAST WILDFLOWER MIX (SEE NOTE 4 THIS SECTION)

3. THE CONTRACTOR SHALL MAINTAIN THE SEEDED AND MULCHED AREAS UNTIL FINAL ACCEPTANCE OF THE WORK.
MAINTENANCE SHALL CONSIST OF PROVIDING PROTECTION AGAINST TRAFFIC AND REPAIRING ANY AREAS DAMA@ DUE TO
WIND, WATER, EROSION, FIRE OR OTHER CAUSES. SUCH DAMAGED AREAS SHALL BE REPAIRED TO RE—ESTABLI!

CONDITION AND GRADE OF THE SOIL PRIOR TO SEEDING AND SHALL THEN BE RE—FERTIUZED, RE—SEEDED AND
RE—MULCHED.

4. PERMANENT WILDFLOVER STABILIZATION: PROVIDE 3° OF LOAM OVER DISTURBED OR NEWLY GRADED SLOPES. APPLY
WLDFLOWER D MIX AOOORDING T0 THE FOLLOWING MIX SPEcIFIcATTONS. ESTABIJSH VILDFLOVER MIX PRIOR TO
SEPTEMBER 1. MULCH SHALL BE WEED—SEED FRI MULCH, APPLI BALES PER 1000 SQUARE
FEET, AS DESCRIBED IN SECTION D, WINTER STABIIJZA110N JUTE MULCH NEI'I1NG ANG-IORING S-IALL BE PROVIDED,
APPLIED IN CONTINUOUS OVERLAPPING ROLLS WITH THE CONTOUR. NETTING SHALL BE APPLIED FROM THE BOTTOM OF
SLOPES UP. 8 GAUGE, 6" PLAIN IRON WIRE STAPLES SHALL BE APPLIED PER THE MANUFACTURER'S RECOMMENDATION.

20% ANNUAL RYEGRASS
10% PERENNIAL RYEGRASS

ANNUALS:
12% BACHELORS BUTTONS
8% B BREATH
8% ROCKET LARKSPUR
8% SCARLET FLAX
2% CATCHFLY
1X SPURRED SNAPDRAGON

NORTHEAST WILDFLOWER MIX:
14% PERENNIAL LUPINE
7% LANCE LEAF COREOPSIS
6% DAVEY'S ROCKET
6% PURPLE CONEFLOWER
5% BLACK EYED SUSAN
5% SIBERIAN WALLFLOWER
4% CORN POPPY
4% EVENING PRIMROSE
2% BLA FLOWER

18 WHITE 'YARROW

C. WINTER STABILIZATION
1. PROVIDE WINTER STABILIZATION IN LIEV OF PERMANENT SEEDING AFTER SEPTEMBER 1, IN LIEU OF SODDING AFTER
NOVEMBER 15, AND FOR ALL WORK REQUIRING TEMPORARY STABILIZATION AFTER OCTOBER 15 AS FOLLOWS:

2, STRAW MULCH: PLACE STRAW MULCH AT THE APPLICATION RATE OF 150 LBS/1000 sf ON DISTURBED AREAS LESS THAN
BZ S.OPE AND NOT SUBJECT TO FLOMNG WATER REQUIRING STABILIZATION. ANCHOR ALL M WTH MULCH NETTING
OR WITH STAKES AND TWI STAKES AND TWINE SHALL BE APPLIED AT THE RATE OF 4 TO 6 PEGS PER
SQI.IARE YARD WITH CRISS—CROSSED TWINE STRUNG TAUT BETWEEN ALL PEGS AND SECURED AT EACH PEG WITH ONI
MORE TURNS OF TWINE.

3. EROSION CONTROL MIX MULCH: APPLY EROSION CONTROL MIX MULCH AS AN ALTERNATIVE TO STRAW MULCH OR MATS
ON STEEP SLOPES ONLY AT RATES SPECIFIED IN DEP PUBLICATION "MAINE EROSION AND SEDIMENT CONTROL BEST
MANAGEMENT PRACTICES® (MOST RECENT EDITION).

4. MATS: PLACE FABRICATED MULCH AND NETTING CONTROL MATS WITH ANCHORING AS SPECIFIED BY THE MANUFACTURER,
TO STABIUZE DISTURBED AREAS AND SLOPES GREATER THAN 8%, SUBJECT TO FLOWING WATER (SUCH AS SWALE OR
DITCH SECTIONS), OR CUT SLOPE SUBJECT TO WEEPING GROUNDWATER.

5. RIPRAP: ALL RIPRAP MINIMUM D50=2", PLACED IN 4" LIFTS AS AN ALTERNATIVE TO STRAW MATS ON STEEP SLOPES OR
FLOWING WATER CONDITIONS.

1. PERMANENT STABILIZATION IS DEFINED AS FOLLOWS:

2. SEEDED AREAS. FOR SEEDED AREAS, PERMANENT STABILIZATION MEANS A 90% COVER OF THE DISTURBED AREA WTH
MATURE, HEALTHY PLANTS WITH NO EVIDENCE OF WASHING OR RILLING OF THE TOPSOIL.

3. SODDED AREAS. FOR SODDED AREAS, PERMANENT SI'AEIIJZAHW MEANS THE COMPLETE BINDING OF THE SOD ROOTS
INTO THE UNDERLYING SOIL WITH NO SLUMPING OF THE SOD OR DIE—OFF.

4. NEWLY SEEDED OR SODDED AREAS MUST BE PROTEC'TED FROM VEHICLE TRAFFIC, EXVE PEDESTRIAN TRAFFIC, AND
CONCENTRATED RUNOFF UNTIL THI ESTABLISHED WITH 90X COVER BY HEALTHY VEGETATION. IF
NECESSARY, AREAS MUST BE REVIIRKE) AND REI'AHIJZED IF GERMINATION IS SPARSE. PLANT COVERAGE IS SPOTTY, OR
TOPSOIL EROSION IS EVIDENT. FOR MULCHED AREAS, PERMANENT MULCHING S TOTAL COVERAGE OF THE EXPOSED
AREA WITH AN APPROVED MULCH MATERIAL. EROSION CONTROL MIX MAY BE USED AS MULCH FOR PERMANENT
STABILIZATION ACCORDING TO THE APPROVED APPLICATION RATES AND LIMITATIONS.

5. RIPRAP. FOR AREAS STABILZED WITH RIPRAP, PERMANENT SI'ABIIJZAHON MEANS THAT SLOPES STABILIZED WITH RIPRAP
HAVE AN APPROPRIATE BACKING OF A WELL—GRADED GRAVEL OR APPR TEXTILE TO PREVENT SOIL MOVEMENT
FROM BEHIND THE RIPRAP. STONE MUST BE SIZED APPROPRIATELY. IT IS REOOMMENDED THAT ANGULAR STONE BE USED.

6. PAVED AREAS. FOR PAVED AREAS, PERMANENT STABILIZATION MEANS THE PLAGEMENT OF THE COMPACTED GRAVEL
SUBBASE IS COMPLETED, PROVIDED IT IS FREE OF FINE MATERIALS THAT MAY RUNOFF WITH A RAIN EVENT

7. DITCHES, CHANNELS, AND SWALES. FOR OPEN CHANNELS, PERMANENT STABILIZATION MEANS THE CHANNEL IS STABIIJZED
WTH A 890X COVER OF HEALTHY VEGETATION, WITH A WELL—GRADED RIPRAP LINING, TURF REINFORCEMENT MAT,
ANOTHER NON—EROSIVE LINING SUCH AS CONCRETE OR ASPHALT PAVEMENT. THERE MUST BE NO EVIDENCE OF S.UMPING
OF THE CHANNEL LINING, UNDERCUTTING OF THE CHANNEL BANKS, OR DOWN-CUTTING OF THE CHANNEL.

1

GENERAL NOTES

. _AGGREGATE FOR GRAVEL BASE & SUBBASE

AGGREGATE FOR GRAVEL BASE FOR TYPE A, B & C SHALL BE CRUSHED LEDGE OR GRAVEL OF HARD DURABLE PARTICLES
FREE FROM VEGETABLE MATTER, LUMPS OR BALLS OF CLAY AND OTHER DELEI'ERIOUS SUBSTANCES.

AGGREGATE FOR GRAVEL BASE FOR TYPE D SHALL BE SAND OR GRA D DURABLE PARTICLES FREE FROM
VEGETABLE MATTER, LUMPS OR BALLS OF CLAY AND OTHER DE.ETE!IOUS EJESI'ANGES.

THELERADATION OF THE PART THAT PASSES A 3 INCH SIEVE SHALL MEET THE GRADING REQUIREMENTS OF THE FOLLOWING

DESIENE N PERCENTAGE BY WEIGHT PASSING SQUARE MESH SIEVES
ATYP_E A TYPE B TYPE C TYPE D

4 INCH -— — 100 —
3 INCH — —= 80-100

2 INCH — — 75-100

1 INCH —— — 50-80 -—
172 INCH 45-70 35-75 30-60 35-80
1/4 INCH 30-55 25-80 — 25-65
No. 4 ——= —— 1540 -
No. 40 0-20 0-25 — o-.
No. 200 0-6.0 0-6.0 0-6.0 0-7.0

TYPE A AGGREGATE SHALL NOT CONTAIN PARTICLES WHICH WILL NOT PASS THE 2 INCH SQUARE MESH SIEVE.
TYPE B & C AGGREGATE SHALL NOT CONTAIN PARTICLES WHICH WILL NOT PASS THE 4 INCH SQUARE MESH SIEVE.
TYPE D AGGREGATE SHALL NOT CONTAIN PARTICLES WHICH WILL NOT PASS THE 6 INCH SQUARE MESH SIEVE.

EACH LAYER AS APPLIED SHALL BE ROLLED WITH A 20 TON ROLLER. THE MATERIAL AS SPREAD SHALL BE WEI.L MIXED
WITH NO POCKETS OF EITHER FINE OR COARSE MATERIAL. OVERSIZED STONES SHALL BE REMOVED FROM THE

EACH LAYER OF AGGREGATE SHALL BE PLACED IN 12° MAX. LIFTS OVER THE FULL WDTH OF THE SECTION. AGGREGATE
(BXAJNSE AND SUB—BASE COURSES MAY BE PLACED UPON FROZEN SURFACES WHEN SUCH SURFACES HAVE BEEN PROPERLY

THE SURFACE OF EACH LAYER SHALL BE MAINTAINED DURING COMPACTION OPERATIONS IN SUCH A MANNER THAT A
UNIFORM_TEXTURE IS PRODUCED AND THE AGGREGATE IS FIRMLY KEYED, THE MOISTURE CONTENT OF THE MATERIAL SHALL
BE MAINTAINED AT THE PROPER PERCENTAGE TO ATTAIN THE REQUIRED COMPACTION AND STABILITY. COMPACTION OF

EACH LAYER SHALL BE CONTINUED UNTIL DENSITY OF NOT LESS THAN 95 PERCENT OF THE MAXIMUM DRY DENSITY AS
DETERMINED BY ASTM D-1557 "MODIFIED PROCTOR DENSITY" HAS BEEN ACHIEVED FOR THE FULL WIDTH AND DEPTH OF
EACH LAYER AS APPLIED.

THE SURFACE TOLERANCE OF EACH BASE COURSE AS APPLIED SHALL BE 3/8 INCHES ABOVE OR BELOW THE REQUIRED
TEMPLATE LINES.

COMMON BORROW

COMMON BORRO! ISIST OF EARTH, SUITABLE FOR EMBANKMENT CONSTRUCTION.
FROZEN MATERIAL. PERIS-IABLE RUBBISH, PEAT AND OTHER UNSUITABLE MATERIAL.

THE MOISTURE CONTENT SHALL BE SUFFICIENT TO PROVIDE THE REQUIRED COMPACTION AND STABLE EMBANKMENT.
CASE SHALL THE MOISTURE CONTENT EXCEED 4 PERCENT ABOVE OPTIMUM.

IT SHALL BE FREE FROM

IN NO

STRUCTURAL BACKFILL CONFORMING TO MaineDOT 703.20 SHALL BE UTIUZED IN THE ABSENCE OF GEOTECHNICAL REPORT
REmMMENDATTONS FOR FILL BELOW AND ADJAGENT TO FOUNDATIONS, FOOTINGS AND SLABS. PROVIDE DEWATERING AND

ERMANENT DRAINS WHERE INDICATED. ALL STRUCTURAL BACKFILL TO 95% MODIFIED PROCTOR DENSITY.
STRUCTURAL BACKFILL IN LIFTS OF 10" —12 MAXIMUM DEPTH.

LOAM SHALL MEET THE FOLLOWING REQUIREMENTS:

HUMUS 5% — 10X, AS DETERMINED BY IGNITION TEST
pH 55— 7.5

85-100% #10
35-85% #40
10-35% #200

THE LOAM SHALL BE SCREENED, LOOSE, FRIABLE, AND SHALL BE FREE FROM ADMIXTURE OF SUBSOIL, REFUSE, LARGE
STONES, CLODS, ROOTS, OR OTHER UNDESIRABLE FOREIGN MATTER. IT SHALL BE REASONABLY FREE OF WEEDS, ROOTS,
OR RHIZOMES.

ATTACH FILTER
FABRIC SECURELY
TO UPSTREAM SIDE

IF WATER PONDING IS
ANTICIPATED OR OCCURS

DOUBLE NUMBER OF

STAKES FOR SUPPORT

SUPPORT

A STREN(
NEEDED UNLESS WIRE MESH

IGTH FILTER FABRIC
IS PROVIDED.

R

FILTER FABRIC

STEEL OR
|~ WOOD STAKE

3-0" MAX.—|
)
R

b——6'—0" MAX. SPACING——H

EXISTING

T

\%
ELEVATION VIEW

—1'-0" MIN.
PONDING HEIGHT

STEEL OR STEEL OR
WOOD STAKE | WOOD STAKE "\

PONDING HEIGHT

FILTER FABRIC
FILTER FABRIC ON
UPSTREAM SIDE |~ Soe O STAKE
OF STAKE /4" CLEAN
T STONE
= EXPECTED FLOW b+ = EXPECTED FLOW
8°x6™ TRENCH WITH [
COMPACTED BACKFILL A
_I_V
ALTERNATE INSTALLATION
WTHOUT TRENCHING:
SECTION VIEW

/—ERDSON CONTROL MIX BERM
-3'—-0" MIN. |

FILL SLOPE:

. RERN

Y AL KRGS 0‘
$'.~¢,$' SR ;‘; 2N
A

EXISTING GROUND

NOTES:
I, JHE EROSION CONTROL MIX BERM SHALL CONSIST PRINARILY OF ORGANIC MATERIAL
DED B, POSTED

INCLUDING SHREDDED BARK, STUMP GRINDINGS, COMI

MANUFACTURED PRODUCTS. WOOD OR BARK CHIPS, GROUND CONSTRUCHON DEERIS,
REFUSE, PHYSICAL CONTAMINANTS, OR MATERIALS TOXIC

REPRO(ESSED WOOD PRODUCTS,
PLANT GROWTH ARE NOT ACCEPTABLE.

2. THE MIX SHALL CONFORM TO THE FOLLOWING STANDARDS:
ORGANIC CONTENT: 80% TO 100X (DRY WEIGHT)
PARTICLE SIZE BY WEIGHT: 100% PASSING 6" SCREEN, 70%—85% PASSING %"

SCREEN
ORGANIC CONTENT SHALL BE FIBROUS AND ELONGATED

m>

NO STONES LARGER THAN 4° IN DIAMETER

omMmEo ®

pH SHALL BE BETWEEN 5.0 AND 8.0

3. THE (XJMPOSTED BERM SHALL BE PLACED, UNCOMPACTED, ALONG A RELATIVELY LEVEL

NO LARGE PORTIONS OF SILTS, CLAYS, OR FINE SANDS
SOLUELE SALTS CONTENT SHALL BE LESS THAN 4.0 mmhos/cm

EROSION CONTROL MIX BERM

NO SCALE

. THE FENCE SHALL BE ANCHORI
BETWEEN STAKES TO PREVENT SAGGING.

INSTRUCTIONS.
A 6" WDE BY 6

KEY THE FLAP OF FILTER FABRIC INTO THE GROUI
AND COMPACTED.

> o NE

CRUSHED STONE, EROSION CONTROL MIX OR OTHER MATERIAL.

INS(PEES%T AND REPAIR FENCE AFTER EACH STORM EVENT AND REMOVE

. MAXIMUM SEDIMENT STORAGE_HEIGHT IS 8°.

. REMOVED SEDIMENT SHALL BE DEPOSITED IN AN AREA THAT WILL NOT
OFF-SITE AN BE PERMANENTLY STABILIZED.

9. SHOULD THE SLT FENCE FABRIC DECOMPOSE OR BECOME INEFFECTIVE

o~

THE
REPLACED PROMPTLY.

SILT FENCE SHALL BE PLAOED ON SLOPE CONTOURS TO MAXIMIZE PONDING EFFICIENCY.
ED TO RESIST PULL—OUT, AND BE STRETCHED TIGHTLY

. PREFABRICATED SILT FENCE IS ACCEPTABLE IF INSTALLED PER MANUFACTURER'S

" DEEP_TRENCH SHALL BE EXCAVATED UPG!ADIENT OF THE FENCE POSTS TO
IND. TRENCH SHALL BE BACKFILLED
IN AREAS WHERE THE FLAP OF FILTER FABRIC CAN NOT BE KEYED
PROPERLY (DUE TO FROZEN GROUND, BEDROCK, STONE SOIL, ROOTS, NEAR PROTECTED
NATURAL RESOURCES, ETC.) THE SILT FENCE SHOULD BE ANCHORED WITH AGGREGATE,

5. WHEN JOINTS ARE NECESSARY, FILTER FABRIC SHALL BE SPLICED BY WRAPPING END STAKES
ETHER.

EXPECTED USABLE LIFE, AND THE BARRIER IS STILL NECESSARY, THE FABRIC SHALL BE

IO. DO NOT PLA(E SILT FENE IN STREAMS OR CONMITRATED FLOW CONDITIONS,
T FEN SHALL Bl MOVED WHEN SERVED THEIR USEFUL PURPOSE, BUT
NOT BEFORE THE UP SLOPE AREA HAS BEEN PERMANENTLY STABILIZED.

SEDIMENT WHEN

CONTRIBUTE SEDIMENT
PRIOR TO THE END OF

SILT FENCE DETAIL

NO SCALE

1% BITUMINOUS SURFACE COURSE (MaineDOT MIX
EGATE)

DESIGN W/ 703.07, 12.5mm AGGRI
2" BITUMINOUS BASE COURSE (MaineDOT
MIX DESIGN W/ 703.07, 19mm AGGREGATE)
6" GRAVEL BASE
/ (MaineDOT 703.06, TYPE A)

/

12" GRAVEL SUBBASE

(MaineDOT 703.06, TYPE D)

\__ GEOTEXTILE FABRIC

MIRAFI 500X (OR EQUAL)

TYPICAL PAVEMENT SECTION

NO SCALE

_,I_1-_°-1._
9° LAYER OF 4° | L FLOW
ANGULAR STONES 7
T
SLOPE SUBGRADE
%’ PER FOOT

TO DAYLIGHT

4" (MIN) LAYER OF GRAVEL

—_ (MaineDOT 703.08, TYPE A)

MIRAFI 140N GEOTEXTILE FILTER FABRIC
(OR EQUAL),ON PREPARED MINERAL SOIL,
PROOF ROLLED

1. LEVEL LIP SPREADER SHALL BE INSTALLED USING A LEVEL INSTRUMENT. CONSTRUCT LEVEL LIP AT 0% GRADE
TO ENSURE UNIFORM SHEET FLOW.

2. SELECT GEOTEXTILE BASED ON UNDISTURBED IN-PLACE SOILS (SANDS, SILTS, CLAYS, ETC.) LEVEL SPREADERS
SHALL NOT BE CONSTRUCTED IN FILL.

3. INLET DITCH SHALL NOT EXCEED 1% GRADE FOR AT LEAST 20’ BEFORE ENTERING THE LEVEL LIP SPREADER.

4. CONSTRUCTION OF LEVEL LIP SPREADER SHALL BE FROM UPHILL SIDE ONLY. AREA BELOW LIP OF APRON SHALL
REMAIN UNDISTURBED BY EARTHWORK OR EQUIPMENT TO THE GREATEST EXTENT PRACTICABLE. IF
DISTURBANCE OCCURS AREA SHALL BE REPAIRED AND REVEGETATED.

5. SHEET FLOW FROM LIP APRON SHALL FLOW ONTO STABILZED AREAS. RUNOFF SHALL NOT BE
RECONCENTRATED IMMEDIATELY BELOW THE POINT OF DISCHARGE.

6. CONSTRUCT SPREADER WITH LIP AT EXISTING ELEVATION (SEE SITE PLAN FOR LOCATION).
7. DOWNGRADIENT AREA MUST BE NATURALLY WELL VEGETATED.

8. DISCHARGE NOT PERMITTED WITHIN 25’ OF A STREAM OR WETLAND. CONSULT D.E.P. IF STRUCTURE MUST BE
WITHIN 75' OF STREAM OR WATER BODY.

9. PERIODIC INSPECTION AND REQUIRED MAINTENANCE SHALL BE PROVIDED. SIGNS OF CHANNELIZATION SHALL BE
REPAIRED. SEDIMENT THAT ACCUMULATES OVER TIME SHALL BE REMOVED PERIODICALLY.

TYPICAL LEVEL SPREADER SECTION

NO SCALE

t ROADWAY

MIN. 6" THICKNESS OF
COARSE CRUSHED STONE
ISHED CONCRETE

(2°-3° szE)

\—FILTE! FABRIC

SECTION A-A

STAKED STRAW BALES,
-SANDB
BERM OF EQUIVALENT HEIGHT

DIVERSION RIDGE REQUIRED
WHERE GRADE EXCEEDS 2%

| 0" MIN.-

PLAN VIEW

M

NOTES:
. THE TEMPORARY CONSTRUCTION

EXIT SHALL BE MAINTAINE) IN A CONDITION THAT WILL
PREVENT TRACKING OR FLOWING OF SEDMENT ONTO PUBLIC RIGHT-OF-WAY. THIS
MAY REQUIRE TOP DRESSING. REPAIR, AND/OR G.EANGJT OF ANY MEASURES USED TO
TRAP SEDIMENT.
. WHEELS SHALL BE CLEANED PRIOR TO ENTRANCE ONTO PUBLIC
Hﬁ—W—WAY

WASHING IS REQUIRED, IT SHALL BE DONE ON_AN AREA STABILIZED WITH CRUSHED
SI'GETHAT DRAINS INTO AN APPROVED SEDIMENT TRAP OR SEDIMENT BASIN.
LE.TRAFFIGENTNNGTI‘E!TES‘IAI.LNOTEROU ACROSS THE

TEMPORARY CONSTRUCTION EXIT
SCALE: 1" = 10"

END ROLL OVERLAP
NO SCALE

For B FT WOE CURLEX

FT WIDE CURLEX
O - Staple Placement
156t
21t

3ft| f—— o

21t .

aft

[
3t o ]

o
B

1.9 Staples /yd?

CL EROSION CONTROL BLANKETS
STAPLE SPACING FOR 4FT AND 16
EROSION CONTROL BLANKETS
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BOTTOM OF SLOPE TERMINATION
IF_INSTALLATION 3’ BEYOND TOE
OF SLOPE IS NOT POSSIBLE

NO SOALE

R.E.C.P. SLOPE STABILIZATION

NOT TO SCALE
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FINISH GRADE

PROVI(I)JE 4" MIN. LOAM

GRANITE CURBING (TYPE 1)

SEE TYPICAL

PAVING SECTION a
SLOPE PER PLAN

AND S|
VER ALL DISTURBED ARE.

EED
AS

—4"

_e'
§§ CONCRETE

EMBEDMENT

NOTES:

1) END RESET CURB 5' FROM
DRIVEWAYS OR AS INDICATED
ON SITE PLAN.

2) SIDEWALK SHALL HAVE A MIN.
2X CROSS SLOPE

3,000 P.S.l. CONCRETE
1/2" — 3/4" STONE
6%-9% AIR ENTRAINMENT
SLUMP = 6"1"

PLEASANT STREET.

PAVED ROAD

W/ GRANITE CURB

NO SCALE:

ADA ACCESSIBLE

PARKING SIGN WITH
VAN SIGN \

CURB OR EDGE
/’ OF PAVEMENT

1I= WHITE SYMBOL

BLUE BACKGROUND

e

el

TYPICAL ADA

-20'-0"

PARKING STALL

SPECIFICATIONS

THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES.

THER FOREIGN MATTER.

« PAVEMENT MARKING PAINT FOR FINAL AND TEMPORARY PAVEMENT MARKINGS

SHALL MEET THE REQUIREMENTS OF AASHTO M248. EITHER TYPE N (REGULAR
TRAFFIC PAINT) OR TYPE F (FAST DRY TRAFFIC PAINT) MAY BE USED.

ALL PAVEMENT LINES AND MARKINGS SHALL BE APPLIED IN ACCORDANCE WTH

IMMEDIATELY BEFORE APPLYING THE PAVEMENT PAINT TO THE PAVEMENT OR
CURB, THE SURFACE SHALL BE DRY AND ENTIRELY FREE FROM DIRT, GREASE, OIL
OR O

ALL PAVEMENT MARKING LINES SHALL BE 4" SOLID WHITE UNLESS NOTED
OTHERWSE.

PAVEMENT MARKING DETAIL

& SPECIFICATION

NO SCALE

1%" BITUMINOUS SURFACE COURSE (MalneDOT MIX
DESIGN W/ 703.07, 12.5mm AGGREGATE)

2" BITUMINOUS BASE COURSE (MaineDOT
MIX DESIGN W/ 703.07, 19mm AGGREGATE)

8" GRAVEL BASE

/" (MalneDOT 703.06, TYPE A)
7

I
7

/

/

12" GRAVEL SUBBASE

(MaineDOT 703.06, TYPE D)

GEOTEXTILE FABRIC
MIRAR 500X (OR EQUAL)

TYPICAL PAVEMENT SECTION

NO SCALE

14 \.and Projects S\ISOSS\ruskegs\E0BSS 00 Duleledog

2% (M) 51 (uay

3' VEGETATED ROUGHENED
SHOULDER/EDGE AND INSLOPE

_.— PLANTINGS PER LANDSCAPE PLAN

—6" (MAX.) PONDING DEPTH

—

[ —2°-3" MULCH LAYER

18" (MAX.) SOIL FILTER BED

6™ COARSE GRAVEL

[——12"-14" CRUSHED STONE

4" PERFORATED
UNDERDRAIN

TE TO

RELIEF POINT, 1%
SLOPE MIN.)

NN

4" MINIMUM PIPE Bl
ABOVE AND

EDDING

IOW UNDERDRAIN
NONWOVEN GEOJEXTILE FABRIC
MIRAF1 180N

(BOTTOM AND DES)

20-30% TOP SOIL
20-30% MULCH
50—55% SAND

TYPICAL BIORETENTION CELL

NO SCALE

PAVEMENT SLOPE %" PER FT. FROM CURB TO
CATCH BASIN RIM (SEE TYPICAL PAVEMENT
SECTION FOR PATCH REQUIREMENTS)

% BELOW NORMAL GRADE

STANDARD CAST IRON FRAME AND GRATE
(SEE CATCH BASIN SCHEDULE FOR DETAILLS)

1'=1%" MIN. %" BELOW NORMAL GRADE
SEE_TYPICAL
PAVEMENT SECTION
- NORMAL GRADE
/
ADJUST TO GRADE WITH -
PRECAST GRADE RINGS OR <
1—4 COURSES OF BRICKS
AND MORTAR AS REQUIRED M
E
a
9 3
PRE-CAST _— | E
CONCRETE . 2
CATCH BASIN 4 5
WATER TIGHT =<
JONTS —~_ |t S
|e———4'-0" MN.—8——~{ '5!
-
5"t
iy
INVERTIN |
PIPE CONNECTION 1.0’ SUMP
PER N (MIN.)
MANUFACTURE'S
RECOMMENDATION ]
9
it STORMWATER
oA - PIPE SEE SITE
SURFACE g PLAN AND/OR
. €B SCHEDULE
FOR SIZE AND
% INVERTS

6" LAYER OF %"
CRUSHED STONE
COMPACTED

PRECAST CATCH

NO SCALE

BASIN

PAVEMENT SLOPE %"
PER FT. FROM EDGE
OF PAVEMENT TO
CATCH BASIN RIM

STANDARD CAST IRON
FRAME AND GRATE

(SEE CATCH BASIN
SCHEDULE FOR DETAILS)

SEE TYPICAL
PAVEMENT
SECTION

AS REQUIRED
MORTAR

PRE—CAST __—

TYPE F
CATCH BASIN
BORROW-10

SURFACE

211"

1-0"
(MIN)

(.

sa.—=|

e

6" LAYER OF %"
CRUSHED STONE
COMPACTED

TYPE 'F’ CATCH

STORMWATER PIPE
SEE SITE PLAN

AND/OR €8
SCHEDULE FOR
SIZE AND INVERTS

|—INVERT QUT

PIPE CONNECTION
PER MANUFACTURE'S
RECOMMENDATION

BASIN

NO

SCALE

g
2
20"
MIRAFI 140 N GEOTEXTILE
FILTER FABRIC ALL AROUND ] V 3‘,’;{ ‘LTNJEEA”%B" |
\\ 2 7
=
kY
SHAPE SUBGRADE -1
PERPENDICULAR TO DRAINS 2
=]
1
E 4
CAZTELN NN
R FILL SECTION —[/
|
j \; d
z
. 6" PERFORATED UNDERDRAIN
3/47 CRUSHED WITH PERFORATIONS DOWN.
STONE (WASHED) SLOPE AT .0050 (MIN.)
MULTI-USE FIELD
UNDERDRAIN TRENCH SECTION 3|e
NO SCALE s
7] .| E
= HE
L) z|z
< Zl e
= HE
o 1" WASHED CRUSHED = hd
2'-0 / STONE TO SURFACE a
MIRAF1 140N
GEQTEXTILE =) 8
. FILTER FABRIC OR — S
ri EQUIVALENT > <
! O e
f © g &
zl =
=
= &
i @ Q
: 2| E
& L
o & g
8o H i z
ge i .
©
J \ 1* WASHED £
CRUSHED STONE §
=
7 g
? 2
= 5
4" PERFORATED UNDERDRAIN =} 7
W/ PERFORATIONS DOWN @) g
= z
UNDERDRAIN TRENCH SECTION Y o B
NO SCALE @] =
& =
n A
Q = E
- gl o
=2 z| £
=
F Q
. =}
% &
SITE Pl g 4
SEE_TYPICAL PAVEMENT | -
AND E&S NOTES SECTION FOR TYPES AND gl 2
DEPTHS OF PAVEMENT i =
GRASS
SECTION
4 LoaM P O
17
mmaeepe 0 S
T assEs | 5 L)
R GRAVELS @) = _2E 2
) COMMON BORROW = =
4 (SEE GENERAL NOTES) S2lS §
: Y 5
/ STORMWATER PIPE — =
CORRUGATED HDPE, DUAL 2 g2
WALL, SMOOTH INTERIOR. 5 ES
. . (ADS N-12 OR EQUAL). Q: A
|8 1 8 | SEE SITE PLAN FOR SIZE S 5
MIN. MIN. AND LOCATION 2 =
Ol o=
0%\ 2k
\ BEDDING MATERIAL: + (= |2
n 1" SCREENED GRAVEL o |H S e
1 6" MIN. BELOW PIPE < 4 =&
$ (8" OVER LEDGE) G 3
Z. £
m

BACKFILL OVER—EXCAVATION
WTH 3/4" COMPACTED
CRUSHED STONE AS REQUIRED

. COMPACT TRENCH BACKFILL IN 8" LIFTS TO AT LEAST 95%
OF ITS MAXIMUM DRY DENSITY AS DETERMINED BY ASTM
D-1557 "MODIFIED PROCTOR DENSITY".

STORMWATER

TRENCH SECTION

NO SCALE
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	Date_2: 03/16/2026
	Please take notice that: Gartley & Dorsky Engineering & Surveying, Inc at 59 Union St Unit 1, Camden, ME 04843
	Name and Mailing Address of Applicant: 207-236-4365, gyaeger@gartleydorsky.com
	Filing Date: 03/20/2026
	The application is for: a stormwater permit by rule application.
	Description of the Project: 
	at the following location: 40 West Street, Rockport, ME 04856
	City/Town: Rockport


